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TYPE OF FLUID
Gč M H T V2 V3

DIN 73379 R6 R3, R4, R5 FIS 8204 SAE 100, R1, R2 DIN 2076

Alcohol x x 0 0 x x

Alaun (Kind of clay) 0 0 0 0 0 0

Aluminium choloride 0 0 0 0 0 0

Aluminium-fluoride 20% 0 0 0 0 0 0

Aluminium-sulfate 0 0 0 0 0 0

Hot ammonia gas + + x 0 + +

Cold ammonia gas 0 0 0 0 0 0

Dry ammonia - - - - - -

Ammonia 0 0 x 0 0 0

Ammonium-chloride 0 0 x 0 0 0

Ammonium-hydroxide x x x x x x

Ammonium-nitrate 0 0 0 0 0 0

Ammonium-phosphate 0 0 0 0 0 0

Ammonium-sulfate 0 0 0 0 0 0

Amyl-alcohol 0 0 0 0 0 0

Amyl-acetate - - - 0 - -

Aniline (oil) - - + 0 - -

Anilin (color) x x x x x x

Asphalt x x x 0 x x

Acetale-solvent - - - 0 - -

Crude acetale-solvent - - - 0 - -

Acetone - - - 0 - -

Acetylene 0 0 x 0 0 0

Crude nitric acid - - - 0 - -

Nitric acid 10% - - + 0 - -

Nitric acid 70% - - - 0 - -

Barium-chloride 0 0 0 0 0 0

Barium hydroxide 0 0 0 x 0 0

Barium-sulfide 0 0 0 0 0 0

Gasoline 0 0 x 0 0 0

Benzol + + - 0 + +

Borax 0 0 0 0 0 0

Boron acid 0 0 0 0 0 0

Bromine - - - 0 - -

Bromine acid - - - 0 - -

Butane - - - 0 - -

Butanon - - - 0 - -

Butanol 0 0 0 0 0 0

Butane acetale - - - - 0 0

Butilene 0 0 + + 0 0

Copper chloride x x 0 0 x x

Copper sulfate 0 0 0 0 0 0

Zinc chloride + + + 0 + +

Zinc sulfate 0 0 0 0 0 0

Citron acid x x x 0 x x

Light engine oil 0 0 + 0 0 0

Dimethanol benzene + + - 0 + +

Ether + + + 0 + +

Ethyl alcohol 0 0 0 0 0 0

Ethyl-acetale - - - 0 - -

Ethyl chloride - - x 0 - -

Ethil-glicol - - - 0 - -

Cellulose ethyl x x x 0 x x

Ethylene dichloride + + - 0 + +

Ethylene glycol 0 0 0 0 0 0

Ethereal oils + + + 0 + +

Varnish - - - 0 - -

Fluorsilicione acid x x x 0 x x

Hot liquid acid - - - 0 - -

Cold liquid acid - - - 0 - -

Formaldehyde 0 0 + 0 0 0

Frygene F-12 - - - - - -

Frygene F-13 - - - - - -

Frygene F-22 - - - - - -

Phurphurale - - + 0 - -

Phosphoric acid + + + 0 + +

Iron chloride 0 0 0 0 0 0

Iron sulfate 0 0 0 0 0 0

Iron salts solutions x x x 0 x x

Glucose 0 0 0 0 0 0

Glcentine 0 0 x 0 0 0

Glycerine, glycerale 0 0 0 0 0 0

Blast furnace gas - - - 0 - -

Chlorine acetone - - - 0 - -

Chlorine gas - - - - - -

Chloroform - - - 0 - -

Chlorine sulfone acid - - - 0 - -

Chlorine hydrogen - - - - - -

Chloric acid - - - 0 - -

Heptane 0 0 0 + 0 0

Hexane 0 0 0 + 0 0

Potassium chloride 0 0 0 0 0 0

Potassium hydroxide + + + 0 + +

Potassium sulfate 0 0 0 0 0 0

Potassium cyanide 0 0 0 0 0 0

Calcium bisulfate 0 0 0 0 0 0

Calcium chloride 0 0 0 0 0 0

Calcium hydroxide 0 0 0 0 0 0

Calcium hypochlorite - - - 0 - -

Carbolineum 0 0 0 0 0 0

Carbolic acid-phenol - - - 0 - -

Coke-oven gas + + + + + +

Corn oil 0 0 x 0 0 0

Oxygen + + + + + +

Lacquer x x x 0 x x

Paste 0 0 0 0 0 0

Linseed oil 0 0 x 0 0 0

Linden oil - - - 0 - -

Hydraulic oil 0 0 0 0 0 0

Magnesium chloride 0 0 0 0 0 0

Magnesium hydroide x x x 0 x x

Magnesium sulfate 0 0 0 0 0 0

Points - - - 0 - -

Methyl alcohol 0 0 0 0 0 0

Methyl chloride - - - - 0 -

Methyl isopropil ketone - - - - 0 -

Milk x x x x 0 x

Milk acid + + x 0 + +

Mineral oils 0 0 x 0 0 0

Naphtha 0 0 0 0 0 0

Naphthalene + + + 0 + +

Sodium bisulfate 0 0 0 0 0 0

Sodium chloride 0 0 0 0 0 0

Sodium hydroxide + + + 0 - -

Sodium hypochlorite - - - 0 - -

Sodium carbonate 0 0 0 0 0 0

Sodium metaphosphate 0 0 + 0 0 0

Sodium nitrate - - - 0 - -

Sodium perbonate - - - 0 - -

Sodium peroxide - - - 0 - -

Sodium phosphate x x + 0 x x

Sodium silicate 0 0 0 0 0 0

Sodium sulfate 0 0 0 0 0 0

Sadium sulfide + + + + + +

Sodium thyosulfate 0 0 0 0 0 0

Natrium cianid 0 0 0 0 0 0

Nickel chloride 0 0 0 0 0 0

Nickel sulfate 0 0 0 0 0 0

Nitrobenzol - - - 0 - -

Oxalic acids x x x x x x

Beer + + 0 0 + +

Blue acid - - - 0 - -

Steam + + + 0 + +

Palmytene acids 0 0 0 0 0 0

Perchlaretylene - - - 0 - -

Petroleum (Keroseine) 0 0 x 0 0 0

Petroleum (ethereal) x x + 0 x x

Petroleum (of naphtha) x x + 0 x x

Liquid pycrine acid + + + 0 + +

Diluted pycrine acid + + + 0 + +

Pydraul F-9 - - - 0 - -

Pydraul 150 - - - 0 - -

Pydraul 600 - - - 0 - -

Castor oil 0 0 0 0 0 0

Acetic acid - - - 0 - -

Acetic acid-vapor x x + 0 x x

Acetic acid-diluted + + + 0 + +

Acetic acid without water x x x 0 - -

Crude oil (naphtha) 0 0 0 0 0 0

Co salt acid - - - 0 - -

Sulfur x x + 0 x x

Sulfur chloride + + + + + +

Sulfur dioxide + + + 0 + +

Sulfur trioxide + + + 0 + +

Warmed sulfuric acids 10% + + + 0 + +

Cold sulfuric 0 0 0 0 0 0

Hot sulfuric acid 75% - - - 0 - -

Cold sulfuric acid 75% + + + 0 + +

Hot sulfuric acid 95% - - - 0 - -

Cold sulfuric acid 95% - - - 0 - -

Pure sulfuric acid - - - 0 - -

Sulfurous acid + + + 0 + +

Sulfur hydrogen + + x 0 + +

Liquid soap 0 0 x 0 0 0

Skydrol 500 - - - 0 - -

Skydrol 700 - - - 0 - -

Soybean oil 0 0 x 0 0 0

Salt solutions 0 0 0 0 0 0

Edible vinegar + + + 0 + +

Stearic acid x x + 0 x x

Sylfine colour-green 0 0 0 0 0 0

Sylfine colour-black 0 0 0 0 0 0

Tar + + + 0 + +

Turpentine x x - 0 x x

Carbon tetrachloride + + - 0 + +

Ethylane trichloride - - - 0 - -

Toluol - - - 0 - -

Cottonseed oil 0 0 x 0 0 0

Heating oil 0 0 x 0 0 0

Oil acids x x + 0 x x

Lubricating oil 0 0 x 0 0 0

Carbon dioxide 0 0 0 0 0 0

Carbon disulfide - - - 0 - -

Dry carbon monoxide - - - - - -

Carbonic acid 0 0 0 0 0 0

Air 0 0 0 0 0 0

Vaseline 0 0 x 0 0 0

Water 0 0 + 0 0 0

Hydrogen + + + + + +

Hydrogen perhydral - - - 0 - -

Hydrogen peroxide x x x 0 x x

Vinous acid + + + 0 + +

Whiskey and wine + + 0 0 + +

Polluted waters 0 0 x 0 0 0

Natural gas 0 0 0 + 0 0

Warmed air + + + 0 + +

Gelatin 0 0 0 0 0 0

Quicksilver 0 0 0 0 0 0

Quicksilver shloride x x + 0 x x

Chilean saltpeter 0 0 0 0 0 0

Impregnation acid + + 0 0 + +

Sugar 0 0 0 0 0 0

Sugar solution 0 0 0 0 0 0

FLUID 
COMPATIBILITY

LEGEND OF SYMBOLS / PREGLED SIMBOLA:

0 = Excellent (odlično)     x = Good (dobro)    +  = Fair (slabo)     − = Limited use (ograničena upotreba)
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Inside 
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Outside 
Diameter
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MINIMUM BEND 
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WEIGHT

—

Legend of 

SYMBOLS
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 9,5 0,37 11,5 0,45 250, 3620 1000 14500 89 3,50 195 0,13 V1-250-005

6 -4 6,4 1/4" 11,2 0,44 13,2 0,52 225 3260 900 13060 100 3,94 235 0,16 V1-225-006

8 -5 7,9 5/16" 12,8 0,50 14,8 0,58 215 3110 850 12320 114 4,49 270 0,18 V1-215-008

10 -6 9,5 3/8" 15,1 0,59 17,1 0,67 180 2610 720 10440 127 5,00 340 0,23 V1-180-010

12 -8 12,7 1/2" 18,1 0,71 20,1 0,79 160 2320 640 9280 178 7,01 410 0,27 V1-160-012

16 -10 15,9 5/8" 21,3 0,84 23,3 0,92 130 1880 520 7540 200 7,87 510 0,34 V1-130-016

19 -12 19,0 3/4" 25,3 1,00 27,3 1,07 105 1520 420 6090 240 9,45 650 0,43 V1-105-019

22 -14 22,4 7/8" 29,7 1,17 32,5 1,28 88 1270 350 5070 260 10,23 780 0,52 V1-088-022

25 -16 25,4 1" 33,1 1,30 35,1 1,38 88 1270 350 5070 300 11,81 1150 0,77 V1-088-025

28 -18 28,4 1-1/8" 36,5 1,43 39,3 1,54 88 1270 350 5070 360 14,17 1100 0,78 V1-088-028

31 -20 31,8 1-1/4” 40,6 1,60 43,3 1,70 63 910 250 3620 419 16,50 1350 0,90 V1-063-031

38 -24 38,1 1-1/2” 47,0 1,85 49,7 1,96 50 720 200 2900 500 19,69 1600 1,07 V1-050-038

51 -32 50,8 2” 60,4 2,37 63,5 2,50 40 580 160 2320 630 24,80 2200 1,48 V1-040-051

63 -40 63,5 2-1/2” 73 2,87 76,5 3,01 40 580 160 2320 760 29,92 2750 1,85 V1-040-063

   • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - One high tensile steel wire braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Low-medium pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN 853 1SN; ISO 1436-1; SAE 100 R1 AT; 
DIN 20022 1SN 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

EN 853 1SN; SAE 100 R1AT; DIN 20022 1SN

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Jedan oplit od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja. 
 
PRIMENA - Niski i srednji pritisak, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara, emulzija, 
voda, gorivo. 
 
STANDARD: EN 853 1SN; ISO 1436-1; SAE 100 R1 AT; DIN 
20022 1SN 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 11,3 0,44 13,3 0,52 415 6010 1650 23920 89 3,50 315 0,21 V2-415-005

6 -4 6,4 1/4" 12,7 0,50 14,7 0,58 400 5800 1600 23200 100 3,94 360 0,24 V2-400-006

8 -5 7,9 5/16" 14,3 0,56 16,3 0,64 350 5070 1400 20300 114 4,49 400 0,27 V2-350-008

10 -6 9,5 3/8" 16,7 0,60 18,7 0,74 330 4780 1320 19140 127 5,00 510 0,34 V2-330-010

12 -8 12,7 1/2" 19,8 0,78 21,8 0,86 275 3980 1100 15950 178 7,01 620 0,42 V2-275-012

12 -8 12,7 1/2” 19,8 0,78 21,8 0,86 330 4780 1320 19140 178 7,01 620 0,42 V2-330-012

16 -10 15,9 5/8" 23,0 0,91 25,0 0,98 250 3620 1000 14500 200 7,87 790 0,53 V2-250-016

19 -12 19,0 3/4" 27,0 1,06 29,0 1,14 215 3110 860 12470 240 9,45 955 0,64 V2-215-019

22 -14 22,4 7/8" 30,9 1,22 32,9 1,30 165 2390 660 9570 260 10,23 1070 0,72 V2-165-022

25 -16 25,4 1" 34,8 1,37 36,8 1,45 165 2390 660 9570 300 11,81 1450 0,97 V2-165-025

28 -18 28,4 1-1/8" 38,6 1,52 40,6 1,60 165 2390 660 9570 360 14,17 1590 1,06 V2-165-028

31 -20 31,8 1-1/4” 44,3 1,74 47,0 1,85 125 1810 500 7250 419 16,50 1965 1,32 V2-125-028

38 -24 38,1 1-1/2” 50,7 2,00 53,4 2,10 90 1300 360 5220 500 19,69 2265 1,52 V2-090-038

51 -32 50,8 2” 63,5 2,50 66,5 2,61 80 1160 320 4640 630 24,80 3115 2,09 V2-080-051

63 -40 63,5 2-1/2” 75,8 2,98 79,3 3,12 80 1160 320 4640 760 29,92 3410 2,29 V2-080-063

   • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Two high tensile steel wire braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Medium-high pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN 853 2SN; ISO 1436-1; SAE 100 R2 AT; 
DIN 20022 2SN 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

EN 853 2SN; SAE 100 R2AT; DIN 20022 2SN

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Dva oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja. 
 
PRIMENA - Srednji i visoki pritisak, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara, emulzija, 
voda, gorivo. 
 
STANDARD: EN 853 2SN; ISO 1436-1; SAE 100 R2 AT; DIN 
20022 2SN 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 -4 6,4 1/4" 14,7 0,58 17,8 0,70 500 7250 2400 34800 100 3,94 615 0,41 4SP-500-006

10 -6 9,5 3/8" 17,6 0,69 21,3 0,84 460 6670 2100 30450 110 4,33 780 0,52 4SP-460-010

12 -8 12,7 1/2" 20,3 0,80 24,4 0,96 425 6160 1900 27550 120 4,72 930 0,62 4SP-425-012

16 -10 15,9 5/8" 23,7 0,93 28,1 1,11 400 5800 1600 23200 140 5,51 1140 0,76 4SP-400-016

19 -12 19,0 3/4" 28,2 1,11 32,0 1,26 380 5510 1600 23200 170 6,69 1520 1,02 4SP-380-019

25 -16 25,4 1" 35,0 1,38 39,0 1,54 320 4640 1400 20300 340 3,39 1970 1,32 4SP-320-025

31 -20 31,8 1-1/4" 46,1 1,81 49,9 1,96 210 3040 1250 18120 460 8,11 3035 2,03 4SP-210-031

38 -24 38,1 1-1/2" 52,4 2,06 57,0 2,24 185 2680 1000 14500 560 22,05 3650 2,45 4SP-185-038

51 -32 50,8 2" 65,4 2,57 70,8 2,79 175 2530 1000 14500 660 25,98 5330 3,57 4SP-175-051

   • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Četiri spiralna oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja. 
 
PRIMENA - Za vodove vrlo visokog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara, emulzija, 
voda, gorivo. 
 
STANDARD: EN 856 4SP; ISO 3862-1 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Four high tensile steel wire spirals. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Very high pressure lines, return lines. 
 
RECOMMENDED FLUIDS 
Mineral oils, vegetable and rape seed oils, glycol and poly- 
glycol based oils, synthetic ester based oils, oils in aqueous 
emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN 856 4SP; ISO 3862-1 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

EN 856 4SP, ISO 3862-1

INFO:INFO:
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

16 -10 15,9 5/8" 25,3 1,00 28,7 1,13 420 6090 1750 25370 200 7,87 1220 0,82 4SH-420-016

19 -12 19,0 3/4" 28,2 1,11 32 1,26 420 6090 1750 25370 210 8,20 1560 1,05 4SH-420-019

25 -16 25,4 1" 35,1 1,38 38,1 1,50 385 5580 1550 22470 220 8,66 2100 1,41 4SH-385-025

32 -20 31,8 1-1/4" 42,2 1,66 45,2 1,78 350 5070 1400 20300 420 16,50 2510 1,68 4SH-350-032

38 -24 38,1 1-1/2" 49,1 1,93 53,5 2,11 300 4350 1230 17830 560 22,05 3310 2,22 4SH-300-038

51 -32 50,8 2" 63,5 2,50 68 2,68 250 3620 1000 14500 700 27,56 4550 3,05 4SH-250-051

   • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Four high tensile steel wire spirals. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Very high pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN 856 4SH; ISO 3862-1 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

EN 856 4SH, ISO 3862-1

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Četiri spiralna oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja. 
 
PRIMENA - Za vodove vrlo visokog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara, emulzija, 
voda, gorivo. 
 
STANDARD: EN 856 4SH; ISO 3862-1 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 -4 6,4 1/4" 10,2 0,40 12,0 0,47 225 3620 1050 15220 50 1,97 180 0,12 1SC-225-006

8 -5 7,9 5/16" 11,5 0,45 13,6 0,54 215 3120 1000 14500 55 2,17 210 0,14 1SC-215-008

10 -6 9,5 3/8" 13,6 0,54 15,5 0,61 180 2610 850 12320 60 2,36 260 0,17 1SC-180-010

12 -8 12,7 1/2" 17,1 0,67 18,9 0,74 160 2320 660 9570 70 2,76 335 0,22 1SC-160-012

16 -10 15,9 5/8" 20,6 0,81 22,4 0,88 130 1880 620 8990 90 3,54 440 0,29 1SC-130-016

19 -12 19,0 3/4" 23,9 0,94 25,9 1,02 105 1520 480 6960 100 3,94 535 0,36 1SC-105-019

22 -14 22,4 7/8" 27,5 1,08 29,5 1,16 105 1520 480 6960 130 5,12 590 0,39 1SC-105-022

25 -16 25,4 1" 31,3 1,23 33,3 1,31 88 1270 400 5800 160 6,30 765 0,51 1SC-088-025

   • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - One high tensile steel wire braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Low-medium pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN 857 1SC; ISO 11237-1 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

EN 857 1SC, ISO 11237-1

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Jedan oplit od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja. 
 
PRIMENA - Niski i srednji pritisak, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara, emulzija, 
voda, gorivo. 
 
STANDARD: EN 857 1SC; ISO 11237-1 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16” 9,7 0,38 11,5 0,45 450 6525 2000 29000 40 1,57 225 0,15 2SC-450-005

6 -4 6,4 1/4” 11,3 0,44 13,1 0,52 400 5800 1850 26820 45 1,77 270 0,18 2SC-400-006

8 -5 7,9 5/16” 12,9 0,51 14,7 0,58 350 5070 1700 24650 55 2,17 325 0,22 2SC-350-008

10 -6 9,5 3/8” 15,0 0,59 16,8 0,66 330 4780 1500 21750 65 2,56 395 0,26 2SC-330-010

12 -8 12,7 1/2” 18,5 0,73 20,3 0,80 275 3980 1220 17690 80 3,15 495 0,33 2SC-275-012

12 -8 12,7 1/2” 18,5 0,73 20,3 0,80 330 4780 1500 21750 80 3,15 495 0,33 2SC-330-012

16 -10 15,9 5/8” 21,8 0,86 23,6 0,93 250 3110 920 13340 120 4,72 620 0,41 2SC-250-016

19 -12 19,0 3/4” 25,6 1,01 27,6 1,09 215 2390 720 10440 160 6,30 840 0,56 2SC-215-019

22 -14 22,4 7/8” 29,3 1,15 31,3 1,23 215 2390 720 10440 190 7,48 975 0,65 2SC-215-022

25 -16 25,4 1” 33,0 1,30 35,2 1,39 165 2390 720 10440 250 9,84 1100 0,74 2SC-165-025

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Two high tensile steel wire braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Low-medium pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN 857 2SC; ISO 11237-1; 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

EN 857 2SC, ISO 11237-1

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Dva oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja. 
 
PRIMENA - Niski i srednji pritisak, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara, emulzija, 
voda, gorivo. 
 
STANDARD: EN 857 2SC; ISO 11237-1 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 -4 6,4 1/4" 11,2 0,44 13,2 0,52 250 3625 900 13050 100 3,94 235 0,16 1PV250-006

8 -5 7,9 5/16" 12,8 0,50 14,8 0,58 250 3625 850 12320 114 4,49 270 0,18 1PV250-008

10 -6 9,5 3/8" 15,1 0,59 17,1 0,67 250 3625 720 10440 127 5,00 340 0,23 1PV250-010

12 -8 12,7 1/2" 18,1 0,71 20,1 0,79 250 3625 640 9280 178 7,01 410 0,28 1PV250-012

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black detergents, water and steam resistant 
synthetic rubber. 
 
REINFORCEMENT - One high tensile steel braid. 
 
COVER - Environment oil,steam and abrasion resistant rubber. 
 
MAIN APPLICATIONS TYPES - Water-cleaning equipment, 
ideal for hobby and semi-professional machines. 
 
RECOMMENDED FLUIDS: Hot water and steam. 
 
APPLICABLE SPECS: EN 853 1SN; ISO 1436-1; SAE 100 R1 AT; 
DIN 20022 1SN 
 
CONTINUOUS SERVICE: -40°C /+155°C 
 
MAX OPERATING TEMPERATURE: +160°C

PRESSURE WASH SLAP SN-1 155º C 
PRANJE VOZILA SLAP SN-1 155º C

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na de-
terdzente, vodu i vodenu paru. 
 
OJAČANJE - Jedan oplit od čelične žice. 
 
OBLOGA - Rezistentna i na ulja, paru i abraziju otporna guma. 
 
PRIMENA - Oprema za pranje vodom i čišćenje, pogodno za 
amaterske i poluprofesionalne mašine. 
 
PREPORUČENE TEČNOSTI - Vruća voda i vodena para. 
 
STANDARD: EN 853 1SN; ISO 1436-1; SAE 100 R1 AT;  
DIN 20022 1SN 
 
TEMPERATURNI OPSEG: -40°C /+155°C 
 
MAKSIMALNA TEMPERATURA: +160°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 -4 6,4 1/4" 12,7 0,50 14,7 0,58 400 5800 1600 23200 55 2,16 360 0,24 2PV-400-006

8 -5 7,9 5/16" 14,3 0,56 16,3 0,64 400 5800 1400 20300 60 2,36 400 0,27 2PV-400-008

10 -6 9,5 3/8" 16,7 0,66 18,7 0,74 400 5800 1320 19140 65 2,56 510 0,34 2PV-400-010

12 -8 12,7 1/2" 19,8 0,78 21,8 0,86 400 5800 1100 15950 80 3,15 620 0,42 2PV-400-012

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth Black detergents, water and steam resistant 
synthetic rubber. 
 
REINFORCEMENT - Two high tensile steel braid. 
 
COVER 
Good resistance oil, steam and abrasion. Available also black 
in blue color. 
 
MAIN APPLICATIONS TYPES - Water-cleaning equipment, 
ideal for hobby and semi-professional machines. 
 
RECOMMENDED FLUIDS: Hot water and steam. 
 
APPLICABLE SPECS: 
EN 853 2SN; ISO 1436-1; SAE 100 R2AT; DIN 20022 2SN 
 
CONTINUOUS SERVICE: -40°C /+155°C 
 
MAX OPERATING TEMPERATURE: +160°C

PRESSURE WASH SLAP SN-2 155º C 
PRANJE VOZILA SLAP SN-2 155º C

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na 
deterdzente, vodu i vodenu paru. 
 
OJAČANJE - Dva oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulje, vodenu paru i 
abraziju. Boja po izboru crna ili plava. 
 
PRIMENA - Oprema za pranje i čišćenje, pogodno za amater-
ske i poluprofesionalne mašine. 
 
PREPORUČENE TEČNOSTI - Vruća voda i vodena para. 
 
STANDARD: EN 853 2SN; ISO 1436-1; SAE 100 R2AT;  
DIN 20022 2SN 
 
TEMPERATURNI OPSEG: -40°C /+155°C 
 
MAKSIMALNA TEMPERATURA: +160°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 12,7 0,50 103 1500 414 6000 75 2,95 175 0,12 R3-103-005

6 -4 6,4 1/4" 14,3 0,56 86 1250 345 5000 75 2,95 220 0,14 R3-086-006

8 -5 7,9 5/16" 17,5 0,69 83 1200 331 4800 100 3,94 260 0,17 R3-083-008

10 -6 9,5 3/8" 19,0 0,75 79 1140 315 4560 100 3,94 290 0,19 R3-079-010

12 -8 12,7 1/2" 23,8 0,94 70 1010 280 4060 125 4,92 410 0,28 R3-070-012

16 -10 16,0 5/8" 27,0 1,06 60 875 241 3500 140 5,50 540 0,36 R3-060-016

19 -12 19,0 3/4" 31,6 1,24 52 750 210 3040 150 5,91 680 0,45 R3-052-019

22 -14 22,4 7/8" 34,0 1,34 52 750 210 3040 170 6,70 712 0,48 R3-052-022

25 -16 25,4 1" 37,5 1,48 39 565 158 2290 203 7,99 890 0,60 R3-039-025

28 -19 28,4 1-1/8" 41,0 1,60 39 565 158 2290 230 9,05 950 0,64 R3-039-028

32 -20 31,8 1-1/4" 44,0 1,75 26 375 103 1493 254 9,99 1100 0,73 R3-026-032

38 -24 38,0 1-1/2" 51,0 2,00 26 375 103 1493 320 12,60 1235 0,83 R3-026-038

51 -32 50,8 2" 63,0 2,48 20 290 80 1160 390 15,35 1560 1,04 R3-020-051

63 -40 63,5 2-1/2" 77,0 3,03 15 220 60 880 480 18,89 2070 1,39 R3-015-063

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Two textile braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R3; EN 854 R3 TE 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SAE 100 R3; EN 854 R3 TE, TYPE-H 
SAE 100 R3; EN 854 R3 TE, TIP-H

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Dva tekstilna oplita. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske 
uticaje. 
 
PRIMENA - Za vodove niskog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje 
od uljane repice, ulja na bazi glikola i poliglikola, sintetička 
ulja na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R3; EN 854 R3 TE 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 13,9 0,55 103 1500 414 6000 75 2,95 300 0,20 HC-103-005

6 -4 6,4 1/4" 15,5 0,61 86 1250 345 5000 75 2,95 360 0,24 HC-086-006

8 -5 7,9 5/16" 18,7 0,74 83 1200 331 4800 100 3,94 445 0,32 HC-083-008

10 -6 9,5 3/8" 20,2 0,79 79 1140 315 4560 100 3,94 480 0,35 HC-079-010

12 -8 12,7 1/2" 25,0 0,98 70 1010 280 4060 125 4,92 690 0,40 HC-070-012

16 -10 16,0 5/8" 28,2 1,11 60 875 241 3500 140 5,50 760 0,51 HC-060-016

19 -12 19,0 3/4" 32,8 1,29 52 750 210 3040 150 5,91 960 0,64 HC-052-019

22 -14 22,4 7/8" 35,2 1,38 52 750 210 3040 150 5,91 990 0,66 HC-052-022

25 -16 25,4 1" 38,7 1,52 39 565 158 2290 203 7,99 1200 0,81 HC-039-025

28 -19 28,4 1-1/8" 42,2 1,66 39 565 158 2290 203 7,99 1260 0,84 HC-039-028

32 -20 31,8 1-1/4" 45,2 1,78 26 375 103 1493 254 9,99 1450 1,00 HC-026-032

38 -24 38,0 1-1/2" 52,2 2,06 26 375 103 1493 254 9,99 1640 1,10 HC-026-038

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Two textile braid. 
 
COVER - Environment oil resistant synthetic rubber + wire. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS 
Mineral oils, vegetable and rape seed oils, glycol and poly- 
glycol based oils, synthetic ester based oils, oils in aqueous 
emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R3; EN 854 R3 TE 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SAE 100 R3; EN 854 R3 TE + WIRE, TYPE - Hč 
SAE 100 R3; EN 854 R3 TE + ŽICA, TIP - Hč

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Dva tekstilna oplita. 
 
OBLOGA - Sintetička guma otporna na ulja + oplit od čelične 
žice. 
 
PRIMENA - Za vodove niskog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI 
Mineralna ulja, biljna ulja i ulje od uljane repice, ulja na bazi 
glikola i poliglikola, sintetička ulja na bazi estara ulja i vode, 
emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R3; EN 854 R3 TE 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

16 -10 15,9 5/8" 26,0 1,02 21 300 84 1220 96 3,78 490 0,33 R4-021-016

19 -12 19,0 3/4" 29,0 1,14 21 300 84 1220 125 4,92 590 0,40 R4-021-019

25 -16 25,4 1" 35,0 1,38 17 250 70 1010 150 5,91 700 0,47 R4-017-025

32 -20 31,8 1-1/4" 42,0 1,65 14 200 56 810 200 7,87 1060 0,71 R4-014-032

38 -24 38,1 1-1/2" 48,5 1,91 10 140 40 580 254 10,00 1180 0,79 R4-010-038

51 -32 50,8 2" 61,5 2,42 7 100 28 410 300 11,81 1780 1,19 R4-007-051

63 -40 63,5 2-1/2" 76,0 2,99 4 62 16 230 355 13,98 2210 1,48 R4-004-063

* 76 -48 76,2 3" 88,0 3,46 4 56 16 230 457 17,99 2850 1,91 R4-004-076

* 90 -56 88,9 3-1/2" 103,0 4,06 3 45 12 180 530 20,87 3450 2,31 R4-003-090

* 102 -64 101,6 4" 115,0 4,53 2 35 8 120 610 24,02 4030 2,70 R4-002-102

* 110 -72 110 4 3/8" 125,0 4,92 2 35 8 120 630 24,80 4850 3,56 R4-002-110

* 125 -80 125 5" 141,0 5,55 2 35 8 120 650 25,59 5980 4,01 R4-002-125

* 150 -94 154 6" 172,0 6,77 2 35 8 120 950 37,40 8360 5,64 R4-002-150

  * Lenght maximum L=12m  |  By customer request can be made to the diameter ø 200mm and ø 400mm

  * Optimalna dužina je 12m  |  Po zahtevu kupca mogu se izraditi i prečnici od ø 200mm do ø 400mm

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT 
Two textile reinforcements with steel helical body wire. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES - Suction lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R4 J517; BS 3492 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SAE 100 R4 J517; BS 3492

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Dva tekstilna oplita sa spiralnom čeličnom žicom. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske 
uticaje. 
 
PRIMENA - Za usisne i povratne vodove. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje od 
uljane repice, ulja na bazi glikola i poliglikola, sintetička ulja 
na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R4 J517; BS 3492 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16” 13,2 0,52 210 3040 840 12180 75 2,95 220 0,15 R5-210-005

6 -4 6,4 1/4” 14,8 0,58 210 3040 840 12180 85 3,35 265 0,18 R5-210-006

8 -5 7,9 5/16” 17,1 0,67 157 2270 630 9130 100 3,94 310 0,21 R5-157-008

10 -6 10,3 13/32” 19,4 0,76 140 2030 560 8120 115 4,53 360 0,24 R5-140-010

12 -8 12,7 1/2” 23,3 0,92 122 1760 490 7100 140 5,51 485 0,32 R5-122-012

16 -10 15,9 5/8” 27,3 1,07 105 1520 420 6090 165 6,50 550 0,37 R5-105-016

19 -12 19,0 3/4” 29,4 1,16 80 1160 320 4640 175 6,89 570 0,38 R5-080-019

22 -14 22,2 7/8” 31,2 1,23 56 810 224 3250 185 7,28 609 0,41 R5-056-022

25 -16 25,4 1” 34,2 1,34 50 725 200 2900 200 7,87 710 0,48 R5-050-025

28 -18 28,6 1-1/8” 38,0 1,50 43 625 175 2530 229 9,02 795 0,53 R5-043-028

32 -20 31,8 1-14” 41,8 1,65 35 510 140 2030 245 10,00 890 0,60 R5-035-032

35 -22 34,9 1-3/8” 44,3 1,74 35 500 140 2030 265 10,43 1020 0,68 R5-035-035

38 -24 38,0 1-1/2” 48,0 1,89 30 435 120 1740 285 11,22 1240 0,83 R5-030-038

51 -40 50,8 2” 61,0 2,40 24 350 96 1400 360 14,17 1680 1,13 R5-024-051

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT 
One high tensile steel braid and one textile braid. 
 
COVER - Textile outer braid. 
 
main APPLICAtions types: Low-medium pressure lines, 
general purpose applications 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R5 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +130°C

SAE 100 R5

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Jedan oplit čelične žice i jedan tekstilni oplit. 
 
OBLOGA - Opleteno tekstilom. 
 
PRIMENA - Za vodove niskog i srednjeg pritiska opšte namene. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje od 
uljane repice, ulja na bazi glikola i poliglikola, sintetička ulja  
na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R5 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +130°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 11 0,433 34 493 140 2030 35 1,38 110 0,08 R6-034-005

6 -4 6,3 1/4" 12,7 0,500 28 406 112 2845 45 1,77 130 0,09 R6-028-006

8 -5 8,0 5/16" 14 0,551 28 406 112 2845 65 2,56 150 0,10 R6-028-008

10 -6 9,5 3/8" 16 0,630 28 406 112 2845 75 2,95 190 0,13 R6-028-010

12 -8 12,7 1/2" 19,2 0,756 28 406 112 2845 90 3,54 240 0,16 R6-028-012

16 -10 15,9 5/8" 23 0,905 28 406 112 2845 115 4,53 310 0,21 R6-028-016

19 -12 19,0 3/4" 27,2 1,070 24 348 96 1392 140 5,51 420 0,28 R6-024-019

22 -14 22,7 7/8" 31 1,220 24 348 96 1392 150 5,91 510 0,34 R6-024-022

25 -16 25,4 1" 34 1,338 24 348 96 1392 165 6,50 590 0,39 R6-024-025

28 -19 28,4 1-1/8" 37 1,457 24 348 96 1392 200 7,87 620 0,41 R6-024-028

32 -20 31,5 1-1/4" 41 1,614 24 348 96 1392 230 9,06 800 0,54 R6-024-032

38 -24 38,0 1-1/2" 48 1,889 24 348 96 1392 280 11,02 920 0,62 R6-024-038

51 -32 50,8 2” 62 2,441 10 145 40 580 350 13,78 1350 0,90 R6-010-051

63 -40 63,5 2-1/2” 76 2,990 10 145 40 580 450 17,71 1860 1,25 R6-010-063

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - One textile braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R6; EN 854 R6/1TE 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SAE 100 R6, EN 854 R6/1TE, TYPE-M 
SAE 100 R6, EN 854 R6/1TE, TIP-M

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Jedan tekstilni oplit. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske 
uticaje. 
 
PRIMENA - Za vodove niskog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje od 
uljane repice, ulja na bazi glikola i poliglikola, sintetička ulja  
na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R6; EN 854R6/1TE 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 12,2 0,48 35 500 140 2030 35 1,38 230 0,15 MC-035-005

6 -4 6,4 1/4" 13,8 0,54 30 430 120 1740 45 1,77 295 0,19 MC-030-006

8 -5 7,9 5/16" 15,3 0,60 30 430 120 1740 65 2,56 330 0,22 MC-030-008

10 -6 9,5 3/8" 17,0 0,68 30 430 120 1740 75 2,95 345 0,23 MC-030-010

12 -8 12,7 1/2" 20,6 0,81 30 430 120 1740 90 3,54 480 0,31 MC-035-012

16 -10 15,9 5/8" 24,2 0,95 30 430 120 1740 115 4,53 543 0,35 MC-030-016

19 -12 19,0 3/4" 28,2 1,07 30 430 120 1740 140 5,51 650 0,43 MC-030-019

22 -14 22,7 7/8" 32,2 1,27 30 430 120 1740 150 5,91 780 0,52 MC-030-022

25 -16 25,4 1" 35,2 1,30 30 430 120 1740 150 5,91 900 0,60 MC-030-025

28 -19 28,4 1-1/8" 38,2 1,50 30 430 120 1740 200 7,87 930 0,69 MC-030-028

32 -20 31,8 1-1/4" 42,2 1,66 25 215 100 1450 230 9,06 1060 0,71 MC-025-032

38 -24 38,0 1-1/2" 49,2 1,94 25 215 100 1450 280 11,02 1350 0,90 MC-025-038

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - One textile braid. 
 
COVER - Environment oil resistant synthetic rubber + wire. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R6; EN 854 R6/1TE 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SAE 100 R6, EN 854 R6/1TE + WIRE, TYPE - Mč 
SAE 100 R6, EN 854 R6/1TE + ŽIČANI OPLIT, TIP-Mč

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Jedan tekstilni oplit. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske 
uticaje + oplit od čelične žice. 
 
PRIMENA - Za vodove niskog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje od 
uljane repice, ulja na bazi glikola i poliglikola, sintetička ulja  
na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R6; EN 854 R6/1TE 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +130°C
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SAE 100 R6, EN 854 R6/1TE + TEXTILE, TYPE - Mt 
SAE 100 R6, EN 854 R6/1TE +  tekstil OPLIT, TIP-Mt

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 -3 4,8 3/16" 12,2 0,48 35 500 140 2030 35 1,38 120 0,08 MT-035-005

6 -4 6,4 1/4" 13,8 0,54 30 430 120 1740 45 1,77 150 0,10 MT-030-006

8 -5 7,9 5/16" 15,3 0,60 30 430 120 1740 65 2,56 171 0,11 MT-030-008

10 -6 9,5 3/8" 17,0 0,68 30 430 120 1740 75 2,95 223 0,15 MT-030-010

12 -8 12,7 1/2" 20,6 0,81 30 430 120 1740 90 3,54 290 0,19 MT-035-012

16 -10 15,9 5/8" 24,2 0,95 30 430 120 1740 115 4,53 350 0,23 MT-030-016

19 -12 19,0 3/4" 28,2 1,11 30 430 120 1740 140 5,51 450 0,30 MT-030-019

22 -14 22,4 7/8" 32,2 1,27 30 430 120 1740 150 5,91 550 0,37 MT-030-022

25 -16 25,4 1" 35,2 1,39 30 430 120 1740 165 6,50 630 0,42 MT-030-025

28 -19 28,4 1-1/8" 38,2 1,50 30 430 120 1740 200 7,87 680 0,45 MT-030-028

32 -20 31,8 1-1/4" 42,2 1,66 25 215 100 1450 230 9,06 760 0,51 MT-025-032

38 -24 38,0 1-1/2" 49,2 1,94 25 215 100 1450 270 10,63 970 0,65 MT-025-038

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - One textile braid. 
 
COVER - Environment oil resistant synthetic rubber + textile. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R6; EN 854R6/1TE 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Jedan tekstilni oplit. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske 
uticaje + tekstilni oplit. 
 
PRIMENA - Za vodove niskog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje od 
uljane repice, ulja na bazi glikola i poliglikola, sintetička ulja  
na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R6; EN 854R6/1TE 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

19 -12 19,0 3/4" 28,2 1,11 32,0 1,26 420 6090 1680 24360 265 10,43 1515 1,20 R15-420-019

25 -16 25,4 1" 35,1 1,38 38,1 1,50 420 6090 1680 24360 267 10,51 2010 1,35 R15-420-025

31 -20 31,8 1-1/4" 46,3 1,82 49,5 1,95 420 6090 1680 24360 267 10,51 3600 2,42 R15-420-031

38 -24 38,1 1-1/2" 54,6 2,15 57,8 2,28 420 6090 1680 24360 315 12,40 4750 3,19 R15-420-038

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Six high tensile steel wire spirals. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Very high pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: SAE 100 R15 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SAE 100 R15

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Šest spiralnih oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske uticaje. 
 
PRIMENA - Za vodove vrlo visokog pritiska, povratni vod. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje od 
uljane repice, ulja na bazi glikola i poliglikola, sintetička ulja  
na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: SAE 100 R15 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 -4 6,3 1/4" 14,1 0,555 17,2 0,677 600 8700 2400 34800 100 3,937 520 0,349 V3-600-006

8 -5 8,5 5/16" 15,5 0,610 19,1 0,752 550 7975 2200 31900 110 4,330 630 0,429 V3-550-008

10 -6 9,5 3/8" 17,4 0,689 22 0,843 500 7250 2000 29000 120 4,724 810 0,550 V3-500-010

12 -8 12,7 1/2" 20,8 0,807 25,2 0,953 470 6820 1880 27260 160 6,299 890 0,597 V3-470-012

16 -10 15,9 5/8" 24,3 0,944 28,8 1,106 410 5950 1640 23780 210 8,267 1070 0,718 V3-410-016

19 -12 19 3/4" 28,1 1,102 32,5 1,224 375 5440 1500 21750 260 14,173 1320 0,885 V3-375-019

25 -16 25,4 1" 35,4 1,397 40,5 1,535 310 4500 1240 17980 310 12,204 2150 1,480 V3-310-025

  • Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black oil resistant synthetic rubber. 
 
REINFORCEMENT - Three high tensile steel wire braid. 
 
COVER - Environment oil resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Medium-high pressure lines, return lines. 
 
RECOMMENDED FLUIDS: Mineral oils, vegetable and rape 
seed oils, glycol and polyglycol based oils, synthetic ester 
based oils, oils in aqueous emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: DIN 2076 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

SUPERPAC V-3, DIN 2076 / SUPERPAK V-3, DIN 2076

INFO:INFO:

DONJA GUMA - Glatka crna sintetička guma otporna na ulja. 
 
OJAČANJE - Tri oplita od čelične žice. 
 
OBLOGA - Sintetička guma otporna na ulja i atmosferske 
uticaje. 
 
PRIMENA - Srednji i visoki pritisak, povratni vod. 
 
PREPORUČENE TEČNOSTI: Mineralna ulja, biljna ulja i ulje 
od uljane repice, ulja na bazi glikola i poliglikola, sintetička 
ulja na bazi estara, emulzija, voda, gorivo. 
 
STANDARD: DIN 2076 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNA TEMPERATURA: +125°C


