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TYPE OF FLUID
Gč M H T V2 V3

DIN 73379 R6 R3, R4, R5 FIS 8204 SAE 100, R1, R2 DIN 2076

Alcohol x x 0 0 x x

Alaun (Kind of clay) 0 0 0 0 0 0

Aluminium choloride 0 0 0 0 0 0

Aluminium-fluoride 20% 0 0 0 0 0 0

Aluminium-sulfate 0 0 0 0 0 0

Hot ammonia gas + + x 0 + +

Cold ammonia gas 0 0 0 0 0 0

Dry ammonia - - - - - -

Ammonia 0 0 x 0 0 0

Ammonium-chloride 0 0 x 0 0 0

Ammonium-hydroxide x x x x x x

Ammonium-nitrate 0 0 0 0 0 0

Ammonium-phosphate 0 0 0 0 0 0

Ammonium-sulfate 0 0 0 0 0 0

Amyl-alcohol 0 0 0 0 0 0

Amyl-acetate - - - 0 - -

Aniline (oil) - - + 0 - -

Anilin (color) x x x x x x

Asphalt x x x 0 x x

Acetale-solvent - - - 0 - -

Crude acetale-solvent - - - 0 - -

Acetone - - - 0 - -

Acetylene 0 0 x 0 0 0

Crude nitric acid - - - 0 - -

Nitric acid 10% - - + 0 - -

Nitric acid 70% - - - 0 - -

Barium-chloride 0 0 0 0 0 0

Barium hydroxide 0 0 0 x 0 0

Barium-sulfide 0 0 0 0 0 0

Gasoline 0 0 x 0 0 0

Benzol + + - 0 + +

Borax 0 0 0 0 0 0

Boron acid 0 0 0 0 0 0

Bromine - - - 0 - -

Bromine acid - - - 0 - -

Butane - - - 0 - -

Butanon - - - 0 - -

Butanol 0 0 0 0 0 0

Butane acetale - - - - 0 0

Butilene 0 0 + + 0 0

Copper chloride x x 0 0 x x

Copper sulfate 0 0 0 0 0 0

Zinc chloride + + + 0 + +

Zinc sulfate 0 0 0 0 0 0

Citron acid x x x 0 x x

Light engine oil 0 0 + 0 0 0

Dimethanol benzene + + - 0 + +

Ether + + + 0 + +

Ethyl alcohol 0 0 0 0 0 0

Ethyl-acetale - - - 0 - -

Ethyl chloride - - x 0 - -

Ethil-glicol - - - 0 - -

Cellulose ethyl x x x 0 x x

Ethylene dichloride + + - 0 + +

Ethylene glycol 0 0 0 0 0 0

Ethereal oils + + + 0 + +

Varnish - - - 0 - -

Fluorsilicione acid x x x 0 x x

Hot liquid acid - - - 0 - -

Cold liquid acid - - - 0 - -

Formaldehyde 0 0 + 0 0 0

Frygene F-12 - - - - - -

Frygene F-13 - - - - - -

Frygene F-22 - - - - - -

Phurphurale - - + 0 - -

Phosphoric acid + + + 0 + +

Iron chloride 0 0 0 0 0 0

Iron sulfate 0 0 0 0 0 0

Iron salts solutions x x x 0 x x

Glucose 0 0 0 0 0 0

Glcentine 0 0 x 0 0 0

Glycerine, glycerale 0 0 0 0 0 0

Blast furnace gas - - - 0 - -

Chlorine acetone - - - 0 - -

Chlorine gas - - - - - -

Chloroform - - - 0 - -

Chlorine sulfone acid - - - 0 - -

Chlorine hydrogen - - - - - -

Chloric acid - - - 0 - -

Heptane 0 0 0 + 0 0

Hexane 0 0 0 + 0 0

Potassium chloride 0 0 0 0 0 0

Potassium hydroxide + + + 0 + +

Potassium sulfate 0 0 0 0 0 0

Potassium cyanide 0 0 0 0 0 0

Calcium bisulfate 0 0 0 0 0 0

Calcium chloride 0 0 0 0 0 0

Calcium hydroxide 0 0 0 0 0 0

Calcium hypochlorite - - - 0 - -

Carbolineum 0 0 0 0 0 0

Carbolic acid-phenol - - - 0 - -

Coke-oven gas + + + + + +

Corn oil 0 0 x 0 0 0

Oxygen + + + + + +

Lacquer x x x 0 x x

Paste 0 0 0 0 0 0

Linseed oil 0 0 x 0 0 0

Linden oil - - - 0 - -

Hydraulic oil 0 0 0 0 0 0

Magnesium chloride 0 0 0 0 0 0

Magnesium hydroide x x x 0 x x

Magnesium sulfate 0 0 0 0 0 0

Points - - - 0 - -

Methyl alcohol 0 0 0 0 0 0

Methyl chloride - - - - 0 -

Methyl isopropil ketone - - - - 0 -

Milk x x x x 0 x

Milk acid + + x 0 + +

Mineral oils 0 0 x 0 0 0

Naphtha 0 0 0 0 0 0

Naphthalene + + + 0 + +

Sodium bisulfate 0 0 0 0 0 0

Sodium chloride 0 0 0 0 0 0

Sodium hydroxide + + + 0 - -

Sodium hypochlorite - - - 0 - -

Sodium carbonate 0 0 0 0 0 0

Sodium metaphosphate 0 0 + 0 0 0

Sodium nitrate - - - 0 - -

Sodium perbonate - - - 0 - -

Sodium peroxide - - - 0 - -

Sodium phosphate x x + 0 x x

Sodium silicate 0 0 0 0 0 0

Sodium sulfate 0 0 0 0 0 0

Sadium sulfide + + + + + +

Sodium thyosulfate 0 0 0 0 0 0

Natrium cianid 0 0 0 0 0 0

Nickel chloride 0 0 0 0 0 0

Nickel sulfate 0 0 0 0 0 0

Nitrobenzol - - - 0 - -

Oxalic acids x x x x x x

Beer + + 0 0 + +

Blue acid - - - 0 - -

Steam + + + 0 + +

Palmytene acids 0 0 0 0 0 0

Perchlaretylene - - - 0 - -

Petroleum (Keroseine) 0 0 x 0 0 0

Petroleum (ethereal) x x + 0 x x

Petroleum (of naphtha) x x + 0 x x

Liquid pycrine acid + + + 0 + +

Diluted pycrine acid + + + 0 + +

Pydraul F-9 - - - 0 - -

Pydraul 150 - - - 0 - -

Pydraul 600 - - - 0 - -

Castor oil 0 0 0 0 0 0

Acetic acid - - - 0 - -

Acetic acid-vapor x x + 0 x x

Acetic acid-diluted + + + 0 + +

Acetic acid without water x x x 0 - -

Crude oil (naphtha) 0 0 0 0 0 0

Co salt acid - - - 0 - -

Sulfur x x + 0 x x

Sulfur chloride + + + + + +

Sulfur dioxide + + + 0 + +

Sulfur trioxide + + + 0 + +

Warmed sulfuric acids 10% + + + 0 + +

Cold sulfuric 0 0 0 0 0 0

Hot sulfuric acid 75% - - - 0 - -

Cold sulfuric acid 75% + + + 0 + +

Hot sulfuric acid 95% - - - 0 - -

Cold sulfuric acid 95% - - - 0 - -

Pure sulfuric acid - - - 0 - -

Sulfurous acid + + + 0 + +

Sulfur hydrogen + + x 0 + +

Liquid soap 0 0 x 0 0 0

Skydrol 500 - - - 0 - -

Skydrol 700 - - - 0 - -

Soybean oil 0 0 x 0 0 0

Salt solutions 0 0 0 0 0 0

Edible vinegar + + + 0 + +

Stearic acid x x + 0 x x

Sylfine colour-green 0 0 0 0 0 0

Sylfine colour-black 0 0 0 0 0 0

Tar + + + 0 + +

Turpentine x x - 0 x x

Carbon tetrachloride + + - 0 + +

Ethylane trichloride - - - 0 - -

Toluol - - - 0 - -

Cottonseed oil 0 0 x 0 0 0

Heating oil 0 0 x 0 0 0

Oil acids x x + 0 x x

Lubricating oil 0 0 x 0 0 0

Carbon dioxide 0 0 0 0 0 0

Carbon disulfide - - - 0 - -

Dry carbon monoxide - - - - - -

Carbonic acid 0 0 0 0 0 0

Air 0 0 0 0 0 0

Vaseline 0 0 x 0 0 0

Water 0 0 + 0 0 0

Hydrogen + + + + + +

Hydrogen perhydral - - - 0 - -

Hydrogen peroxide x x x 0 x x

Vinous acid + + + 0 + +

Whiskey and wine + + 0 0 + +

Polluted waters 0 0 x 0 0 0

Natural gas 0 0 0 + 0 0

Warmed air + + + 0 + +

Gelatin 0 0 0 0 0 0

Quicksilver 0 0 0 0 0 0

Quicksilver shloride x x + 0 x x

Chilean saltpeter 0 0 0 0 0 0

Impregnation acid + + 0 0 + +

Sugar 0 0 0 0 0 0

Sugar solution 0 0 0 0 0 0

FLUID 
COMPATIBILITY

LEGEND OF SYMBOLS / PREGLED SIMBOLA:

0 = Excellent (odlično)     x = Good (dobro)    +  = Fair (slabo)     − = Limited use (ograničena upotreba)
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Inside 
Diameter

Reinforcement 
Diameter

Outside 
Diameter

WORKING 
PRESSURE

BURST 
PRESSURE

MINIMUM BEND 
RADIUS

WEIGHT

—

Legend of 

SYMBOLS
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

5 4,8 3/16" 12 0,472 20 290 60 870 125 0,084 KO-020-005

6 6,3 1/4" 14 0,551 20 290 60 870 160 0,107 KO-020-006

8 8,0 5/16" 16 0,630 20 290 60 870 200 0,134 KO-020-008

10 9,5 3/8" 17,5 0,689 20 290 60 870 220 0,148 KO-020-010

13 12,7 1/2" 23 0,906 20 290 60 870 378 0,251 KO-020-013

16 15,9 5/8” 26 1,024 20 290 60 870 430 0,288 KO-020-016

19 19,0 3/4" 30 1,181 20 290 60 870 550 0,369 KO-020-019

22 22,0 7/8" 33 1,299 20 290 60 870 620 0,416 KO-020-022

25 25,4 1" 37 1,456 20 290 60 870 730 0,490 KO-020-025

28 28,0 1-1/8" 40 1,575 20 290 60 870 830 0,557 KO-020-028

30 31,7 1-3/16” 43 1,693 20 290 60 870 860 0,575 KO-020-030

32 32,0 1-1/4” 44 1,732 20 290 60 870 930 0,622 KO-020-032

35 35,0 1-3/8” 48 1,890 20 290 60 870 1100 0,736 KO-020-035

38 38,0 1-1/2” 51 2,008 20 290 60 870 1180 0,789 KO-020-038

40 40,0 1-9/16” 53 2,087 20 290 60 870 1240 0,879 KO-020-040

42 42,0 1-11/16” 56 2,205 20 290 60 870 1350 0,912 KO-020-042

45 44,0 1-3/4” 59 2,328 20 290 60 870 1430 0,966 KO-020-045

51 50,8 2” 66 2,598 20 290 60 870 1750 1,182 KO-020-051

63 63,5 2-1/2” 80 3,150 20 290 60 870 2420 1,635 KO-020-063

* 75 76,2 3” 92 3,622 20 290 60 870 2640 1,783 KO-020-075

* Lenght maximum L=12m, by customer request can be made to the diameter ø 400mm  /  Optimalna dužina je 12m, po zahtevu kupca može se izraditi prečnik do ø 400mm

    BY REQUEST WE OFFER: ELECTRICAL CONDUCTORS: R<103Ω  | SEMICONDUCTOR: R 103Ω -109Ω  |  ELECTRICAL INSULATION: R>109Ω

    PO ZAHTEVU NUDIMO: ELEKTROPROVODNO: R<103Ω  | POLUPROVODNO: R 103Ω -109Ω  |  ELEKTROIZOLACIONO: R>109Ω

TUBE - Air and water resistant EPDM (SBR) rubber. 
 
REINFORCEMENT - Multiple textile plies. 
 
COVER - Textile impressed, environment resistant, resistant 
to abrasion, EPDM (SBR) rubber. 
Color option: black, blue, green, red. 
 
RECOMMENDED FLUIDS - Air and water. 
 
APPLICABLE SPECS: EN ISO 2398/1997 1A 
 
CONTINUOUS SERVICE: -40°C /+80°C 
 
MAX OPERATING TEMPERATURE: +100°C

INFO:INFO:

DONJA GUMA - EPDM (SBR) guma otporna na vazduh i vodu. 
 
OJAČANJE - Tekstilni oplit po potrebi (jedan ili više). 
 
OBLOGA - Sa otiskom tekstila, rezistentna EPDM (SBR) guma, 
otporna na abraziju i spoljne uticaje. 
Izbor boje: crna, plava, zelena, crvena.       
 
PREPORUČENI FLUIDI - Vazduh i voda.  
 
STANDARD: EN ISO 2398/1997 1A 
 
TEMPERATURNI OPSEG: -40°C /+80°C 
 
MAKSIMALNA TEMPERATURA: +100°C

COMPRESSED AIR, 20 bar, EN ISO 2398 / KOMPRESOVANI VAZDUH
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WATER / 10 bar / VODA

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

4 4,8 3/16" 10 0,394 10 145 30 435 85 0,057 VO-010-005

6 6,3 1/4" 12 0,472 10 145 30 435 115 0,077 VO-010-006

8 8,0 5/16" 14 0,551 10 145 30 435 145 0,097 VO-010-008

10 9,5 3/8" 16 0,629 10 145 30 435 172 0,115 VO-010-010

13 12,7 1/2" 19 0,748 10 145 30 435 254 0,170 VO-010-013

16 15,9 5/8” 23 0,905 10 145 30 435 290 0,196 VO-010-016

19 19,0 3/4" 26 1,023 10 145 30 435 350 0,235 VO-020-019

22 22,0 7/8" 30 1,181 10 145 30 435 450 0,304 VO-010-022

25 25,4 1" 33 1,299 10 145 30 435 480 0,324 VO-010-025

28 28,0 1-1/8" 36 1,417 10 145 30 435 530 0,358 VO-010-028

30 30,5 1-3/16” 38 1,496 10 145 30 435 580 0,392 VO-010-030

32 31,8 1-1/4” 40 1,574 10 145 30 435 680 0,459 VO-010-032

35 35,0 1-3/8” 44 1,732 10 145 30 435 800 0,540 VO-010-035

38 38,0 1-1/2” 47 1,850 10 145 30 435 950 0,642 VO-010-038

40 40,0 1-9/16” 50 1,968 10 145 30 435 1100 0,743 VO-010-040

42 42,0 1-11/16” 53 1,087 10 145 30 435 1150 0,777 VO-010-042

45 45,0 1-3/4” 56 2,205 10 145 30 435 1200 0,811 VO-010-045

51 50,8 2” 62 2,362 10 145 30 435 1300 0,878 VO-010-051

63 63,5 2-1/2” 76 2,992 10 145 30 435 1770 1,196 VO-010-063

* 76 76,2 3” 88 3,645 10 145 30 435 1930 1,304 VO-010-076

* 102 101,6 4” 116 4,567 10 145 30 435 2990 2,020 VO-010-102

* Lenght maximum L=12m, inner diameter is 400mm or different according to customers requirement  / Optimalna dužina je 12m, a unutrašnji prečnik je 400mm, a može i drugi...

    BY REQUEST WE OFFER: ELECTRICAL CONDUCTORS: R<103Ω  | SEMICONDUCTOR: R 103Ω -109Ω  |  ELECTRICAL INSULATION: R>109Ω

    PO ZAHTEVU NUDIMO: ELEKTROPROVODNO: R<103Ω  | POLUPROVODNO: R 103Ω -109Ω  |  ELEKTROIZOLACIONO: R>109Ω

TUBE - Air and water resistant EPDM (SBR) rubber. 
 
REINFORCEMENT - Multiple textile plies. 
 
COVER - Textile impressed, environment resistant, resistant 
to abrasion, EPDM (SBR) rubber. 
Color option: black, blue, green, red. 
 
RECOMMENDED FLUIDS - Air and water. 
 
APPLICABLE SPECS: SRPS GC6.024 
 
CONTINUOUS SERVICE: -40°C /+80°C 
 
MAX OPERATING TEMPERATURE: +100°C

DONJA GUMA - EPDM (SBR) guma otporna na vazduh i vodu. 
 
OJAČANJE - Tekstilni oplit po potrebi (jedan ili više). 
 
OBLOGA - Sa otiskom tekstila, rezistentna EPDM (SBR) guma, 
otporna na abraziju i spoljne uticaje.  
Izbor boje: crna, plava, zelena, crvena.       
 
PREPORUČENI FLUIDI - Vazduh i voda.  
 
STANDARD: SRPS GC6.024 
 
TEMPERATURNI OPSEG: -40°C /+80°C 
 
MAKSIMALNA TEMPERATURA: +100°C

INFO:INFO:
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

16 16 5/8" 30 1,181 20 290 60 870 110 4,331 600 0,407 AB-020-016

19 19 3/4" 33 1,299 20 290 60 870 130 5,118 640 0,430 AB-020-019

22 22 7/8" 36 1,417 20 290 60 870 150 5,905 745 0,500 AB-020-022

25 25 1" 41 1,614 20 290 60 870 160 6,299 965 0,648 AB-020-025

28 28 1-1/8" 44 1,732 20 290 60 870 180 7,087 1050 0,705 AB-020-028

31 30 5/4" 46 1,811 20 290 60 870 200 7,870 1085 0,728 AB-020-031

35 35 1-3/8" 50 1,969 20 290 60 870 220 8,661 1155 0,775 AB-020-035

38 38 1-1/2" 53 2,087 20 290 60 870 250 9,843 1250 0,839 AB-020-038

40 40 1-9/16" 55 2,165 20 290 60 870 290 11,417 1300 0,872 AB-020-040

50 50 2" 68 2,677 20 290 60 870 350 13,779 1980 1,328 AB-020-050

63 63 2-1/2" 81 3,188 20 290 60 870 420 16,535 2450 1,643 AB-020-063

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

ANTI-STATIC SANOBLAST HOSE, TYPE 2K / ABRAZIJA-PESKIRANJE

INFO:INFO:

TUBE - NR/SBR/BR rubber abrasion resistance to DIN 53516 
 
REINFORCEMENT - Multiple textile plies. 
 
COVER - Environment resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
For sandblast device and abrasive materials. 
 
APPLICATION 
The hoses are intended for flow of various pelverized gran-
ular and solid abrasive materials,or solids fluidized in liquid 
or air, for sand, cement, gravel, concrete, for different ores, 
for mineral fertilizers and other chemical products. Besides, 
these hoses are used for devices for sand blasting and fin-
ishing (cleaning of metal, glass, stone and similar surfaces). 
 
FEATURE - Very long service life due to abrasion resistant 
tube wear of the tube less than 50mm³ 
 
APPLICABLE SPECS: EN ISO 3861:1997; BS 5121 
 
CONTINUOUS SERVICE: -30°C /+80°C 
 
MAX OPERATING TEMPERATURE: +100°C

DONJA GUMA - NR/sBR/BR abrazivna guma po DIN 53516. 
 
OJAČANJE - Tekstilni oplit po potrebi (jedan ili više). 
 
OBLOGA - Sintetička guma otporna na spoljne uticaje.      
 
PRIMENA - Za abrazivne materijale.    
Ova creva su namenjena za protok raznih zrnastih i čvrstih 
abrazivnih materijala, ili čvrstih materijalafluidiziranih u 
tečnosti ili vazduhu za pesak, cement, šljunak, beton, razne 
rude, mineralna đubriva i druge hemijske proizvode.  
Ova creva se koriste na mašinama za peskiranje i doradu 
(čišćenje metala, stakla, kamena i sličnih površina). 
 
ISTIČEMO - Creva imaju veoma dug vek trajnosti zbog gume 
abrazivnosti ispod 50mm�  
 
STANDARD: EN ISO 3861:1997; BS 5121 
 
TEMPERATURNI OPSEG: -30°C /+80°C 
 
MAKSIMALNA TEMPERATURA: +100°C



INDUSTRIAL hoses 7|

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

16 16 5/8" 30 1,181 20 2   0 60 870 110 4,331 600 0,407 ABW-020-016

19 19 3/4" 33 1,299 20 290 60 870 130 5,118 640 0,430 ABW-020-019

22 22 7/8" 36 1,417 20 290 60 870 150 5,905 745 0,500 ABW-020-022

25 25 1" 41 1,614 20 290 60 870 160 6,299 965 0,648 ABW-020-025

28 28 1-1/8" 44 1,732 20 290 60 870 180 7,087 1050 0,705 ABW-020-028

31 30 5/4" 46 1,811 20 290 60 870 200 7,870 1085 0,728 ABW-020-031

35 35 1-3/8" 50 1,969 20 290 60 870 220 8,661 1155 0,775 ABW-020-035

38 38 1-1/2" 53 2,087 20 290 60 870 250 9,843 1250 0,839 ABW-020-038

40 40 1-9/16" 55 2,165 20 290 60 870 290 11,417 1300 0,872 ABW-020-040

50 50 2" 68 2,677 20 290 60 870 350 13,779 1980 1,328 ABW-020-050

63 63 2-1/2” 81 3,188 20 290 60 870 420 16,535 2450 1,643 ABW-020-063

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - NR/SBR/BR rubber abrasion resistance to DIN 53516 
 
REINFORCEMENT - Multiple textile plies with steel wire helix. 
 
COVER - Environment resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
For sandblast device and abrasive materials. 
 
APPLICATION 
The hoses are intended for flow of various pelverized granu-
lar and solid abrasive materials,or solids fluidized in liquid or 
air, for sand, cement, gravel, concrete, for different ores, for 
fertilizers and other chemical products. Besides, these hoses 
are used for devices for sand blasting and finishing (cleaning 
of metal, glass, stone and similar surfaces). 
 
FEATURE - Very long service life due to abrasion resistant 
tube wear of the tube less than 50mm³ 
 
APPLICABLE SPECS: EN ISO 3861:1997; BS 5121 
 
CONTINUOUS SERVICE: -30°C /+80°C 
 
MAX OPERATING TEMPERATURE: +100°C

INFO: INFO:

DONJA GUMA - NR/sBR/BR abrazivna guma po DIN 53516. 
 
OJAČANJE - Tekstilni oplit po potrebi i čelična žica. 
 
OBLOGA - Sintetička guma otporna na spoljne uticaje.      
 
PRIMENA - Za abrazivne materijale.    
Ova creva su namenjena za protok raznih zrnastih i čvrstih 
abrazivnih materijala, ili čvrstih materijalafluidiziranih u 
tečnosti ili vazduhu za pesak, cement, šljunak, beton, razne 
rude, mineralna đubriva i druge hemijske proizvode.  
Ova creva se koriste na mašinama za peskiranje i doradu 
(čišćenje metala, stakla, kamena i sličnih površina). 
 
ISTIČEMO - Creva imaju veoma dug vek trajnosti zbog gume 
abrazivnosti ispod 50mm�  
 
STANDARD: EN ISO 3861:1997; BS 5121 
 
TEMPERATURNI OPSEG: -30°C /+80°C 
 
MAKSIMALNA TEMPERATURA: +100°C

ANTI-STATIC SANOBLAST HOSE, TYPE 2KW / ABRAZIJA-PESKIRANJE
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RUBBER RADIATOR HOSE, TYPE V/5 
CREVA ZA RASHLADNE TEČNOSTI, TIP V/5

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

10 10 3/8" 16 0,630 5 15 160 0,107 AHV-005-010

13 13 1/2" 19 0,748 5 15 200 0,134 AHV-005-013

16 16 5/8" 23 0,906 5 15 280 0,188 AHV-005-016

19 19 3/4" 26 1,024 5 15 320 0,215 AHV-005-019

22 22 7/8" 29 1,142 5 15 360 0,242 AHV-005-022

25 25 1" 32 1,260 5 15 410 0,275 AHV-005-025

28 28 1-1/8" 36 1,417 5 15 530 0,356 AHV-005-028

30 30 5/4" 38 1,496 5 15 560 0,376 AHV-005-030

35 35 1-3/8" 43 1,693 5 15 640 0,430 AHV-005-035

38 38 1-1/2" 46 1,811 5 15 690 0,463 AHV-005-038

40 40 1-9/16" 48 1,890 5 15 730 0,490 AHV-005-040

45 45 1-3/4" 54 2,126 5 15 920 0,617 AHV-005-045

50 50 2" 59 2,322 5 15 1040 0,698 AHV-005-050

55 55 2-1/8" 64 2,520 5 15 1110 0,745 AHV-005-055

60 60 2-3/8" 70 2,760 5 15 1340 0,899 AHV-005-060

63 63 2-1/2" 73 2,874 5 15 1400 0,940 AHV-005-063

* 70 70 2-7/8" 80 3,150 5 15 1550 1,040 AHV-005-070

* 75 76 3" 86 3,386 5 15 1680 1,121 AHV-005-075

* 80 80 3-3/16" 91 3,583 5 15 1940 1,302 AHV-005-080

* 90 89 3-1/2" 102 4,016 5 15 2560 1,718 AHV-005-090

* 100 102 4" 115 4,528 5 15 2910 1,953 AHV-005-100

* Lenght maximum L=12m, by customer request can be made to the diameter ø 250mm  / Optimalna dužina je 12m, po zahtevu kupca moguca je izrada prečnika ø 250mm

TUBE - Black EPDM rubber. 
 
REINFORCEMENT 
The required number of high resistance textile braids. 
 
COVER - Environment resistant black EPDM rubber. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS 
Antifreezing refrigerating liquids and anticorrosive liquids, 
hot water and hot air. 
 
APPLICABLE SPECS: SRPS ISO 4397; DIN 73411 
 
CONTINUOUS SERVICE: -40°C /+125°C 
 
MAX OPERATING TEMPERATURE: +130°C

INFO:INFO:

DONJA GUMA - Crna EPDM guma. 
 
OJAČANJE - Potreban broj tekstilnih oplita. 
 
OBLOGA -  Crna EPDM guma, otporna na 
spoljne uticaje.      
 
PRIMENA - Linije niskog pritiska, povratni 
vodovi.    
 
PREPORUČENE TEČNOSTI 
Rashladne tečnosti, topla voda i topao vazduh. 
 
STANDARD: SRPS ISO 4397; DIN 73411 
 
TEMPERATURNI OPSEG: -40°C /+125°C 
 
MAKSIMALNA TEMPERATURA: +130°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

10 10 3/8" 16 0,630 10 145 30 435 160 0,107 AHD-010-010

13 13 1/2" 19 0,748 10 145 30 435 200 0,134 AHD-010-013

16 16 5/8" 23 0,906 10 145 30 435 280 0,188 AHD-010-016

19 19 3/4" 26 1,024 10 145 30 435 320 0,215 AHD-010-019

22 22 7/8" 29 1,142 10 145 30 435 360 0,242 AHD-010-022

25 25 1" 32 1,260 10 145 30 435 410 0,275 AHD-010-025

28 28 1-1/8" 36 1,417 10 145 30 435 530 0,356 AHD-010-028

30 30 5/4" 38 1,496 10 145 30 435 560 0,376 AHD-010-030

35 35 1-3/8" 43 1,693 10 145 30 435 640 0,430 AHD-010-035

38 38 1-1/2" 46 1,811 10 145 30 435 690 0,463 AHD-010-038

40 40 1-9/16" 48 1,890 10 145 30 435 730 0,490 AHD-010-040

45 45 1-3/4" 54 2,126 10 145 30 435 920 0,617 AHD-010-045

50 50 2" 59 2,322 10 145 30 435 1040 0,698 AHD-010-050

55 55 2-1/8" 64 2,520 10 145 30 435 1110 0,745 AHD-010-055

60 60 2-3/8" 70 2,760 10 145 30 435 1340 0,899 AHD-010-060

63 63 2-1/2" 73 2,874 10 145 30 435 1400 0,940 AHD-010-063

* 70 70 2-7/8" 80 3,150 10 145 30 435 1550 1,040 AHD-010-070

* 75 76 3" 86 3,386 10 145 30 435 1680 1,121 AHD-010-075

* 80 80 3-3/16" 91 3,583 10 145 30 435 1940 1,302 AHD-010-080

* 90 89 3-1/2" 102 4,016 10 145 30 435 2560 1,718 AHD-010-090

* 100 102 4" 115 4,528 10 145 30 435 2910 1,953 AHD-010-100

* Lenght maximum L=12m, by customer request can be made to the diameter ø 250mm  / Optimalna dužina je 12m, po zahtevu kupca moguca je izrada prečnika ø 250mm

TUBE - Black NBR/SBR rubber. 
 
REINFORCEMENT 
The required number of high resistance textile braids. 
 
COVER - Environment resistant black CSM rubber. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS 
Antifreezing refrigerating liquids and anticorrosive oils, 
diesel fuel and hot water and hot air. 
 
APPLICABLE SPECS: SRPS ISO 4397; DIN 73411 
 
CONTINUOUS SERVICE: -40°C /+125°C 
 
MAX OPERATING TEMPERATURE: +130°C

INFO:INFO:

DONJA GUMA - Crna NBR/SBR guma. 
 
OJAČANJE - Potreban broj tekstilnih oplita. 
 
OBLOGA -  Crna CSM guma otporna na spoljne uticaje.      
 
PRIMENA - Linije niskog pritiska, povratni vodovi.    
 
PREPORUČENE TEČNOSTI 
Rashladne tečnosti, benzin, dizel gorivo, topla voda i topao 
vazduh. 
 
STANDARD: SRPS ISO 4397; DIN 73411 
 
TEMPERATURNI OPSEG: -40°C /+125°C 
 
MAKSIMALNA TEMPERATURA: +130°C

RUBBER RADIATOR HOSE, TYPE D/10 
CREVA ZA RASHLADNE TEČNOSTI, TIP D/10 
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

25 25,4 1" 37 1,456 20 290 60 870 300 11,8 730 0,490 PRU-020-025

32 32,0 1-1/4" 44 1,732 20 290 60 870 320 12,6 930 0,622 PRU-020-032

35 35,0 1-3/8" 48 1,890 20 290 60 870 360 14,2 1100 0,736 PRU-020-035

38 38,0 1-1/2" 51 2,008 20 290 60 870 380 15,0 1180 0,789 PRU-020-038

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

HOSE FOR WASHING STREET / CREVO ZA PRANJE ULICE

TUBE - Air and water resistant synthetic rubber. 
 
REINFORCEMENT - Two high resistance textile braids. 
 
COVER - Textile impressed. Environment resistant synthetic 
rubber. Good abrasion resistance. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS 
 Air and detergent added water. 
 
APPLICABLE SPECS: SRPS GC6.025; EN ISO 2398 
 
CONTINUOUS SERVICE: -40°C /+80°C 
 
MAX OPERATING TEMPERATURE: +100°C

INFO: INFO:

DONJA GUMA - Sintetička guma otporna na vodu i vazduh. 
 
OJAČANJE -Dva tekstilna oplita. 
 
OBLOGA - Sa otiskom tekstila sintetička guma jako otporna 
na abraziju i spoljne uticaje.      
 
PRIMENA - Linije niskog pritiska i povratne linije.    
 
PREPORUČENE TEČNOSTI 
Vazduh i voda sa dodatkom deterdženta. 
 
STANDARD: SRPS GC6.025; EN ISO 2398 
 
TEMPERATURNI OPSEG: -40°C /+80°C 
 
MAKSIMALNA TEMPERATURA: +100°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

8 5/16" 18 20 60 270 PR-020-008

10 3/8" 20 20 60 310 PR-020-010

13 1/2" 23 20 60 370 PR-020-013

16 5/8" 26 20 60 430 PR-020-016

19 3/4" 31 20 60 610 PR-020-019

22 7/8" 35 20 60 750 PR-020-022

25 1" 39 20 60 920 PR-020-025

28 1-1/8" 42 20 60 1000 PR-020-028

32 1-1/4" 45 20 60 1090 PR-020-032

35 1-3/8" 50 20 60 1320 PR-020-035

38 1-1/2" 53 20 60 1420 PR-020-038

50 2" 66 20 60 1850 PR-020-050

63 2-1/2" 81 20 60 2550 PR-020-063

* 75 3" 95 20 60 3350 PR-020-075

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

HOSES FOR FLOW OF BEVERAGES 
CREVA ZA PROTOK PREHRAMBENIH FLUIDA

TUBE - Smooth white food quality EPDM rubber. 
 
REINFORCEMENT - Polyester cord. 
 
COVER - Wrapped orange EPDM rubber. 
 
APPLICATION - Suitable for conveyance liquid food stuffs, 
beer, milk and dairy products, animal and vegetable oils 
and fats. Also for cleaning with hot andcold water (chemical 
enventual) in food production plants, hot water and cold 
water hose. 
 
APPLICABLE SPECS: SRPS G.C6.022 
CONFORMING TO STANDARD FDA approved materials. 
 
CONTINUOUS SERVICE: -40°C /+100°C 
Steam clean up to +150°C

INFO: INFO:

DONJA GUMA - Glatka, bela, prehrambena EPDM guma. 
 
OJAČANJE -Poliester kord. 
 
OBLOGA - Narandžasta EPDM guma.      
 
PRIMENA - Pogodno za transport tečnih prehrambenih na-
mirnica, piva, mleka i mlečnih proizvoda, životinjskih i biljnih 
ulja i masti. Takođe, za čišćenje toplom ili hladnom vodom 
(eventualno hemikalijama) u prehrambenim proizvodnim 
postrojenjima.    
 
STANDARD: SRPS G.C6.022; MATERIJAL ZADOVOLJAVA FDA 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
Zasićena vodena para do 150°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

8 5/16" 18 20 60 270 PPE-020-008

10 3/8" 20 20 60 310 PPE-020-010

13 1/2" 23 20 60 370 PPE-020-013

16 5/8" 26 20 60 430 PPE-020-016

19 3/4" 31 20 60 610 PPE-020-019

22 7/8" 35 20 60 750 PPE-020-022

25 1" 39 20 60 920 PPE-020-025

28 1-1/8" 42 20 60 1000 PPE-020-028

32 1-1/4" 45 20 60 1090 PPE-020-032

35 1-3/8" 50 20 60 1320 PPE-020-035

38 1-1/2" 53 20 60 1420 PPE-020-038

50 2" 66 20 60 1850 PPE-020-050

63 2-1/2" 81 20 60 2550 PPE-020-063

* 75 3" 95 20 60 3350 PPE-020-075

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

HOSES FOR FLOW OF BEVERAGES - UHMWPE 
CREVA ZA PROTOK PREHRAMBENIH FLUIDA - UHMWPE 

TUBE - UHMWPE tape and smooth white food quality EPDM 
rubber. 
 
REINFORCEMENT - Polyester cord. 
 
COVER - Wrapped orange non marking EPDM rubber. 
 
APPLICATIONS - Suitable for conveying liquid food stuffs, 
beer, milk and dairy products, animal and vegetable oils and 
fats. Also for cleaning with hot and cold water and chemicals 
(by virtue of UHMWPE tape) in food production plants. 
 
APPLICABLE SPECS: SRPS G.C6.022 
CONFORMING TO STANDARD FDA approved materials. 
 
CONTINUOUS SERVICE: -40°C /+100°C 
Steam clean up to +150°C

INFO: INFO:

DONJA GUMA 
UHMWPE traka i glatka, bela, prehrambena EPDM guma. 
 
OJAČANJE -Poliester kord. 
 
OBLOGA - Narandžasta EPDM guma.      
 
PRIMENA - Pogodno za protok tečnih prehrambenih namir-
nica, piva, mleka i mlečnih proizvoda, životinjskih i biljnih 
ulja i masti. Takođe je pogodno za čišćenje toplom i hladnom 
vodom, kao i hemikalijama (zahvaljujuci UHMWPE traci) u 
prehrambenim proizvodnim postrojenjima. 
 
STANDARD: SRPS G.C6.022; MATERIJAL ZADOVOLJAVA FDA 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
Zasićena vodena para do 150°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

19 3/4" 31 20 60 125 600 HE-020-019

22 7/8" 34 20 60 140 660 HE-020-022

25 1" 37 20 60 150 700 HE-020-025

28 1-1/8" 40 20 60 160 830 HE-020-028

32 1-1/4" 44 20 60 175 900 HE-020-032

35 1-3/8" 49 20 60 210 1150 HE-020-035

38 1-1/2" 52 20 60 225 1200 HE-020-038

50 2" 66 20 60 275 1700 HE-020-050

63 2-1/2" 79 20 60 350 2250 HE-020-063

* 75 3" 92 20 60 700 2800 HE-020-075

* 102 3" 120 20 60 1200 4000 HE-020-102

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

EPDM CHEMICAL DELIVERY HOSE / EPDM HEMIJSKA POTISNA CREVA

TUBE - Smooth black EPDM rubber. 
 
REINFORCEMENT 
Polyester cord and if necessary 2 crossed copper wires. 
 
COVER - Black EPDM rubber. 
 
APPLICATION 
Suitable for use as a delivery hose in the chemical industry.  
 
PAY ATTENTION 
To meet the high demands regarding the continuous flow 
of some chemicals we recommend our products with UHMW-
PE tape. 
 
APPLICABLE SPECS: EN 12115 
 
CONTINUOUS SERVICE: -40°C /+100°C, maximum +120°C 
 
ATTENTION: 
The temperature of the medium must be lower than it's boi-
ling point. Please refer to the Prima resistance list for the 
type of medium or, in case of doubt, contact Prima Hose for 
advice.

INFO: INFO:

DONJA GUMA 
Crna glatka EPDM guma. 
 
OJAČANJE - Poliester kord i po potrebi 2 Cu žice. 
 
OBLOGA - Crna EPDM guma.      
 
PRIMENA - Pogodno za upotrebu kao protočno crevo u  
hemijskoj industriji.    
 
OBRATITE PAŽNJU 
Da bi se zadovoljili zahtevi za kontinualno PROTICAnje 
nekih vrsta hemikalija preporučujemo naše proizvode SA 
UHMWPE TRAKOM. 
 
STANDARD: EN 12115 
 
TEMPERATURNI OPSEG: -40°C /+100°C, ne dugo do 120°C 
 
PAŽNJA:
TEMPERATURA MEDIJUMA MORA BITI NIŽA OD NJEGOVE TAČKE 
KLJUČANJA. 
Molimo pogledaJte tabelu otpornosti za vrste medija iLI, U 
SLUČAJU DA imate dilemu, kontaktirajte prima hose za savet.
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

19 3/4" 31 20 60 125 600 HPE-020-019

22 7/8" 34 20 60 140 660 HPE-020-022

25 1" 37 20 60 150 700 HPE-020-025

28 1-1/8" 40 20 60 160 830 HPE-020-028

32 1-1/4" 44 20 60 175 900 HPE-020-032

35 1-3/8" 49 20 60 210 1150 HPE-020-035

38 1-1/2" 52 20 60 225 1200 HPE-020-038

50 2" 66 20 60 275 1700 HPE-020-050

63 2-1/2" 79 20 60 350 2250 HPE-020-063

* 75 3" 92 20 60 700 2800 HPE-020-075

* 102 3" 120 20 60 1200 4000 HPE-020-102

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

EPDM CHEMICAL DELIVERY HOSE UHMWPE 
EPDM HEMIJSKA POTISNA CREVA UHMWPE

TUBE - UHMWPE tape and smooth black EPDM rubber. 
 
REINFORCEMENT 
Polyester cord and if necessary 2 crossed copper wires. 
 
COVER - Black EPDM rubber. 
 
APPLICATIONS - Suitable for use as a delivery hose in the 
chemical industry.  
 
APPLICABLE SPECS: EN 12115; SRPS G.C6. 
 
CONTINUOUS SERVICE: -40°C /+100°C, maximum +120°C 
 
ATTENTION: 
The temperature of the medium must be lower than it's 
boiling point. 
Please refer to the Prima resistance list for the type of 
medium or, in case of doubt, contact Prima Hose for advice.

INFO: INFO:

DONJA GUMA 
UHMWPE traka i glatka crna EPDM guma. 
 
OJAČANJE - Poliester kord i po potrebi 2 Cu žice. 
 
OBLOGA - Crna EPDM guma.      
 
PRIMENA - Pogodno za upotrebu kao potisno crevo u hemij-
skoj industriji.    
 
STANDARD: EN 12115; SRPS G.C6. 
 
TEMPERATURNI OPSEG: -40°C /+100°C, ne dugo do 120°C 
 
PAŽNJA: 
TEMPERATURA MEDIJA MORA BITI NIŽA OD TAČKE KLJUČANJA. 
Molimo da pogledate tabelu otpornosti za vrste medija 
ili, u slučaju da imate dilemu, kontaktirajte prima hose za 
savet.
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 1/4" 17 7 70 250 VP-007-006

8 5/16" 19 7 70 300 VP-007-008

10 3/8" 22 7 70 380 VP-007-010

13 1/2" 24 7 70 410 VP-007-013

16 5/8" 28 7 70 480 VP-007-016

19 3/4" 31 7 70 550 VP-007-019

22 3/4" 34 7 70 660 VP-007-022

25 1" 37 7 70 750 VP-007-025

32 1-1/4" 46 7 70 1050 VP-007-032

38 1-1/2" 52 7 70 1250 VP-007-038

50 2" 67 7 70 1750 VP-007-050

63 2-1/2" 81 7 70 2540 VP-007-063

* 75 3" 95 7 70 3350 VP-007-075

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

STEAM HOSE 164°C -7 bar / VODENA PARA 164°C -7 bar

TUBE - Smooth black extruded EPDM rubber. 
 
REINFORCEMENT - Multiple textile plies. 
 
COVER 
Textile impressed. Wrapped pin pricked black EPDM rubber. 
 
MAIN APPLICATIONS TYPES - Low presure lines, return lines. 
 
APPLICATIONS - Suitable for conveying steam and hot water. 
 
SAFETY FACTOR: STUARTED STEAM 10:1; HOT WATER 3.5:1 
 
APPLICABLE SPECS: 
BS 5122/A; SRPS G.C6.026; EN ISO 6134 
 
CONTINUOUS SERVICE: 
+164°C, at 7 bar WP (saturated steam);  +120°C (hot water). 
 
ATTENTION: 
Superheated steam shortens considerably the service life 
of the hose. PLEASE USE CORRECT HOSE FITTINGSWE CAN ADVI- 
SE YOU in proper choice of fitting.

INFO: INFO:

DONJA GUMA 
Glatka ekstrudirana crna EPDM guma. 
 
OJAČANJE - Tekstilni oplit po potrebi (jedan ili više). 
 
OBLOGA - Sa otiskom tekstila, crna EPDM guma, perforirana.      
 
PRIMENA - Pogodno za prenošenje pare i tople vode. Vodovi 
niskog pritiska, povratni vodovi.    
 
FAKTOR SIGURNOSTI: 
zasićena vodena para 10:1, vrela voda 3.5:1 
 
STANDARD: BS 5122/A; SRPS G.C6.026; EN ISO 6134 
 
TEMPERATURNI OPSEG:  
+164°C za 7 bar WP (zasićene pare); +120°C (za vruću vodu). 
 
PAŽNJA: 
Pregrejane pare znatno skraćuju radni vek creva! 
Molimo vas da za spajanje creva koristite odgovarajuće 
priključke. možemo vam dati koristan savet u pravilnom 
odabiru priključka.
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

6 1/4" 18/19 18 180 2610 390 VP-018-006

8 5/16" 20/21 18 180 2610 450 VP-018-008

10 3/8" 22/23 18 180 2610 505 VP-018-010

13 1/2" 25/27 18 180 2610 545 VP-018-013

16 5/8" 28/30 18 180 2610 710 VP-018-016

19 3/4" 31/32 18 180 2610 810 VP-018-019

22 3/4" 34/35 18 180 2610 1030 VP-018-022

25 1" 39/40 18 180 2610 1250 VP-018-025

32 1-1/4" 48/49 18 180 2610 1620 VP-018-032

38 1-1/2" 54/55 18 180 2610 1930 VP-018-038

50 2" 68/69 18 180 2610 2680 VP-018-050

63 2-1/2" 81/82 18 180 2610 3250 VP-018-063

* 75 3" 94/95 18 180 2610 4990 VP-018-075

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

TUBE - Smooth black extruded EPDM rubber. 
 
REINFORCEMENT  
One textile braid, one high tensile steel braid. 
 
COVER - Textile impressed, red or black wrapped pin pri- cked 
EPDM rubber. 
 
CONDUCTIVITY - Electrically conductive: resistance R<1MΩ 
 
MAIN APPLICATIONS TYPES - Low presure lines, return lines. 
 
APPLICATIONS - Suitable for conveying steam and hot water. 
 
SAFETY FACTOR: SATURATED STEAM 10:1; HOT WATER 3.5:1 
 
APPLICABLE SPECS: EN ISO 6134; SRPS G.C6.026; BS 5342/A2 
 
CONTINUOUS SERVICE: 
+210°C (saturated steam); maximum +235°C (superheated 
steam); +120°C (hot water). 
 
MARKING: Continuous transfer tape, type number WP/EN 
standard/ bore size - DRAIN AFTER USE. 
 
ATTENTION: Superheated steam shortens considerably the 
service life of the hose. PLEASE USE CORRECT HOSE FITTIN-
GSWE CAN ADVICE YOU IN PROPER CHOICE OF FITTING.

STEAM HOSE 235°C,18 bar / CREVO ZA VODENU PARU 235°C,18 bar

INFO: INFO:

DONJA GUMA - Glatka ekstrudirana crna EPDM guma. 
 
OJAČANJE - Jedan tekstilni i jedan oplit od čelične žice. 
 
OBLOGA 
Sa otiskom tekstila, crvena ili crna EPDM guma, perforirana.      
 
PROVODLJIVOST - Elektroprovodne: otpornost R<1MΩ 
 
PRIMENA - Vodovi niskog pritiska, povratni vodovi.    
 
FAKTOR SIGURNOSTI: 
zasićena vodena para 10:1, topla voda 3.5:1 
 
STANDARD: EN ISO 6134; SRPS G.C6.026; BS 5342/A2 
 
TEMPERATURNI OPSEG:  
ZA RAD: +210°C (zasićene pare); +120°C (tople vode); maxi-
mum +235°C (pregrejane pare). 
 
MARKACIJA: Po standardu, kontinualna traka. 
 
PAŽNJA: 
Pregrejane pare znatno skraćuju radni vek creva! 
Molimo vas da za spajanje creva koristite odgovarajuće 
priključke. možemo vam dati koristan savet U pravilnom 
odabiru priključka.
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

13 -8 12,7 1/2" 25,0 1,00 250 3625 750 10875 60 2,36 450 0,303 VOM-250-013

19 -12 19,0 3/4" 31,0 1,22 250 3625 750 10875 70 2.75 655 0,440 VOM-250-019

25 -16 25,4 1" 39,3 1,56 250 3625 750 10875 80 3.14 900 0,604 VOM-250-025

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Air and water resistant synthetic rubber. 
 
REINFORCEMENT - Two high resistance textile braids. 
 
COVER - Environment and abrasive resistant NR/BR rubber. 
 
MAIN APPLICATIONS TYPES 
High pressure lines, return lines. 
 
RECOMMENDED FLUIDS - Air and water. 
 
CONTINUOUS SERVICE: -30°C /+100°C

SEWERAGE JETTING HOSE / CREVA ZA ČIŠĆENJE KANALIZACIJE

INFO: INFO:

DONJA GUMA - Sintetička guma otporna na vazduh i vodu. 
 
OJAČANJE -Dva tekstilna oplita. 
 
OBLOGA - Guma NR/BR otporna na abraziju i spoljne uticaje.      
 
PRIMENA - Vodovi visokog pritiska, povratni vodovi.    
 
PREPORUČENE TEČNOSTI - Vazduh i voda. 
 
TEMPERATURNI OPSEG: -30°C /+100°C
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HOSE FOR COMPRESSED AIR FOR CARS 
KOMPRESORSKO CREVO ZA DUVANJE AUTOMOBILSKIH GUMA

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

4 4,8 3/16" 9,5 0,37 8 116 32 464 73 0,049 DG-008-005

6 6,4 1/4" 11,0 0,43 8 116 32 464 108 0,070 DG-008-006

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Air resistant synthetic rubber. 
 
COVER - One textile braid. 
 
MAIN APPLICATIONS TYPES 
Low pressure lines, return lines. 
 
RECOMMENDED FLUIDS - Air. 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +120°C

INFO: INFO:

DONJA GUMA - Na vazduh otporna sintetička guma. 
 
OBLOGA - Jedan tekstilni oplit.      
 
PRIMENA - Vodovi niskog pritiska, povratni vodovi.    
 
PREPORUČENE TEČNOSTI - Vazduh. 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNI TEMPERATURNI OPSEG: +120°C
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PETROL PUMP HOSES / CREVA ZA NAFTU SA SPROVODNOM ŽICOM

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

13 13 1/2" 21 0,827 20 290 80 1160 130 5,118 290 0,195 NAF-020-013

16 16 5/8" 26 1,023 20 290 80 1160 145 5,708 450 0,302 NAF-020-016

19 19 3/4" 31 1,220 20 290 80 1160 165 6,496 640 0,429 NAF-020-019

22 22 7/8" 34 1,338 20 290 80 1160 185 7,283 720 0,483 NAF-020-022

25 25 1" 37 1,457 20 290 80 1160 230 9,055 790 0,530 NAF-020-025

28 28 1-1/8" 40 1,654 20 290 80 1160 300 11,811 870 0,584 NAF-020-028

30 30 1-3/16" 42 1,654 20 290 80 1160 320 12,599 920 0,617 NAF-020-030

32 32 1-1/4" 44 1,732 20 290 80 1160 360 14,173 970 0,651 NAF-020-032

35 35 1-3/8" 47 1,850 20 290 80 1160 360 14,173 1050 0,707 NAF-020-035

38 38 1-1/2" 50 1,968 20 290 80 1160 380 14,960 1120 0,751 NAF-020-038

40 40 1-9/16" 53 2,087 20 290 80 1160 400 15,748 1280 0,859 NAF-020-040

45 45 1-3/4" 58 2,283 20 290 80 1160 400 15,748 1420 0,953 NAF-020-045

50 50 2" 66 2,598 20 290 80 1160 450 17,716 970 1,320 NAF-020-050

58 58 2-5/16" 74 2,913 20 290 80 1160 600 23,622 2240 1,503 NAF-020-058

63 63 2-1/2" 79 3,110 20 290 80 1160 630 24,803 1920 1,286 NAF-020-063

* 70 70 2-3/4" 86 3,386 20 290 80 1160 680 26,771 2650 1,776 NAF-020-070

* 75 75 3" 91 3,583 20 290 80 1160 720 28,346 2820 1,890 NAF-020-075

* 80 80 3-3/16" 96 3,779 20 290 80 1160 750 29,527 2990 2,006 NAF-020-080

* 90 90 3-5/8" 106 4,173 20 290 80 1160 780 30,708 3330 2,234 NAF-020-090

* 102 102 4" 118 4,645 20 290 80 1160 830 32,677 3730 2,503 NAF-020-102

* 110 110 4-3/8" 126 4,960 20 290 80 1160 880 34,645 4010 2,691 NAF-020-110

* 120 120 4-3/4" 136 5,354 20 290 80 1160 900 35,433 4350 2,919 NAF-020-120

* 125 125 5" 141 5,551 20 290 80 1160 950 37,401 4510 3,026 NAF-020-125

* Lenght maximum L=15m, customer can choose other diameter, pressure and color  /  Maksimalna dužina L=15m, po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak i boja.

TUBE - NBR, black, R<106Ω 
 
REINFORCEMENT - The reguired number of high resistance 
textile braids (I.D.>50mm wrapped) two crossed copper wires. 
 
COVER - Environment resistant CR black electrically conduc-
tive, abrasion resistant, oil and weather resistant (ozone). 
 
MAIN APPLICATIONS TYPES - Low pressure lines, return 
lines, drain lines, push-on compatible applications. 
 
RECOMMENDED FLUIDS: 
Mineral oils, vegetable and rape se-ed oils, glycol and poly-
glycol based oils, synthetic ester based oils, oils in aqueous 
emulsion, water, diesel fuel. 
 
APPLICABLE SPECS: EN ISO 6134 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

INFO: INFO:

DONJA GUMA - NBR crna guma, R<106Ω 
 
OJAČANJE - Potreban broj tekstilnih oplita i 2 sprovodne žice. 
 
OBLOGA - Crna elektroprovodna CR guma otporna na abrazi-
ju, ulja, ozon i spoljne uticaje.      
 
PRIMENA - Niski pritisak, pretakanja, povratni vodovi.    
 
PREPORUČENI FLUIDI: Mineralna ulja, ulja uljane repice, ulja 
na bazi glikola i poliglikola, sintetička ulja na bazi estara, ulja 
u vodenim emulzijama, voda, dizel gorivo. 
 
STANDARD: EN ISO 6134 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNI TEMPERATURNI OPSEG: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

16 15,8 5/8" 24/25 20 290 130 360/400 BP-020-016

19 18,8 3/4" 28/31 20 290 150 480/640 BP-020-019

25 25,4 1" 35/37 20 290 200 680/790 BP-020-025

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Smooth black extruded nitrile rubber. 
 
REINFORCEMENT - Multiple textile plies and if necessary 2 
copper wires. 
 
COVER - Textile impressed, black chloroprene rubber. 
 
APPLICATIONS - Type 1 is designed to discharge refined, die-
sel, ethanol, gasoline and oil. 
 
APPLICABLE SPECS:  
EN 1361 TYPE 1; BS 3395 TYPE 1; R<106Ω 
 
CONTINUOUS SERVICE: -40°C, maximum +125°C 
 
ATTENTION: 
PLEASE USE CORRECT HOSE FITTINGSWE CAN ADVISE YOU in 
proper choice of fitting.

HOSE FOR GASOLINE STATION, HOSE TYPE-1 
CREVO ZA BENZINSKE PUMPE, TIP-1

INFO: INFO:

DONJA GUMA - Glatka crna nitrilna guma. 
 
OJAČANJE  
Više tekstilnih oplita i po potrebi dve provodne bakarne žice. 
 
OBLOGA - Sa otiskom tekstila, crna hloroprenska guma.      
 
PRIMENA - Tip 1 je pogodan za protok biodizela, dizela, 
etanola, benzina i ulja.    
 
STANDARD: EN 1361 TYPE 1; BS 3395 TYPE 1; R<106Ω 
 
TEMPERATURNI OPSEG: -40°C, maksimum +125°C 
 
PAŽNJA: 
Preporučujemo da koristite odgovarajuće spojeve za 
creva. Možemo Vam dati koristan savet. u odabiru pri-
ključka.
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HOSE FOR PNEUMATIC BRAKES, DIN 74310 
CREVO ZA PNEUMATSKE KOČNICE, DIN 74310

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

11 11 1/2" 22 0,866 7,5 109 75 1090 28 1,102 385 0,258 DIN-007-011

13 12,7 7/16" 25 0,984 7,5 109 75 1090 30 1,181 453 0,304 DIN-007-013

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Resistant synthetic rubber. 
 
REINFORCEMENT - One textile braid. 
 
COVER 
Textile impressed. Environment resistant synthetic rubber. 
 
MAIN APPLICATIONS TYPES 
Automotive air brake sistems according to DIN 74310. 
 
RECOMMENDED FLUIDS: Air and oils. 
 
APPLICABLE SPECS: DIN 74310 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

INFO: INFO:

DONJA GUMA - Otporna sintetička guma, 
 
OJAČANJE - Jedan tekstilni oplit. 
 
OBLOGA - Sa otiskom tekstila sintetička guma otporna na 
spoljne uticaje.      
 
PRIMENA - U automobilskoj industriji za sisteme vazdušnih 
kočnica  DIN 74310  
 
PREPORUČENE TEČNOSTI: Vazduh i ulja. 
 
STANDARD: DIN 74310 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNI TEMPERATURNI OPSEG: +125°C



INDUSTRIAL hoses 22|

HOSE FOR HYDRAULIC BRAKES, SAE J 1401 
CREVO ZA HIDRO KOČNICE, SAE J 1401

HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi g/m lb/ft

3,2 3,2 1/8" 10,4 0,41 110 1600 750 1875 115 0,077 KOC-110-003

5 4,8 3/16" 12,1 0,48 110 1600 750 1875 175 0,117 KOC-110-005

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

TUBE - Oil resistant SBR or EPDM rubber. 
 
REINFORCEMENT - Two textile braids. 
 
COVER - Environment resistant synthetic SBR or EPDM rubber. 
 
MAIN APPLICATIONS TYPES - Low pressure lines, return li-
nes, drain line. 
 
RECOMMENDED FLUIDS - Mineral oils. 
 
APPLICABLE SPECS: SAE J 1401 
 
CONTINUOUS SERVICE: -55°C /+80°C 
 
MAX OPERATING TEMPERATURE: +120°C

INFO: INFO:

DONJA GUMA - Otporna na ulja SBR ili EPDM guma, 
 
OJAČANJE - Dva tekstilna oplita. 
 
OBLOGA -  SBR ili EPDM guma, otporna na spoljne uticaje.      
 
PRIMENA - Vodovi niskog pritiska, povratni vodovi.  
 
PREPORUČENE TEČNOSTI - Mineralna ulja. 
 
STANDARD: SAE J 1401 
 
TEMPERATURNI OPSEG: -55°C /+80°C 
 
MAKSIMALNI TEMPERATURNI OPSEG: +120°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

22 -14 22 7/8" 39 1,535 13 190 70 1015 152 5,984 1390 0,932 VES-013-022

28 -18 28 1-1/8" 45 1,772 13 190 70 1015 176 6,929 1660 1,114 VES-013-028

32 -20 31,5 1-1/4" 49 1,929 13 190 70 1015 192 7,559 1880 1,262 VES-013-032

Customer can choose other: diameter, pressure and color / Po zahtevu kupca mogu se izraditi drugi: prečnici, pritisak creva i boje.

WESTING - BRAKE HOSES / KOČIONA CREVA

TUBE - Air and oil resistant synthetic rubber. 
 
REINFORCEMENT - Multiple textile plies. 
 
COVER - Textile impressed. Environment resistant CR rubber. 
 
MAIN APPLICATIONS TYPES - Low pressure lines, return li-
nes, drain line. 
 
RECOMMENDED FLUIDS - Air and oils. 
 
APPLICABLE SPECS: ISO R36; ISO R37; ISO 188; ISO 143 
ISO 2285; UIC 541-1; UIC 583 
 
CONTINUOUS SERVICE: -40°C /+100°C 
 
MAX OPERATING TEMPERATURE: +125°C

INFO: INFO:

DONJA GUMA - Sintetička guma otporna na  vazduh i ulja, 
 
OJAČANJE - Više tekstilnih oplita. 
 
OBLOGA -  Sa otiskom tekstila CR guma, otporna na spoljne 
uticaje.      
 
PRIMENA - Vodovi niskog pritiska, povratni vodovi.  
 
PREPORUČENE TEČNOSTI - Vazduh i ulja. 
 
STANDARD: ISO R36; ISO R37; ISO 188; ISO 143; ISO 2285; 
UIC 541-1; UIC 583 
 
TEMPERATURNI OPSEG: -40°C /+100°C 
 
MAKSIMALNI TEMPERATURNI OPSEG: +125°C
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HOSE SIZE 
VELIČINA CREVA CODE/ŠIFRAInside 

Diameter
Reinforcement 

Diameter
outside 

Diameter
working 

pressure
burst 

pressure
minimum bend 

radius weight

DN dash mm inch mm inch mm inch bar psi bar psi mm inch g/m lb/ft

12 12 17 PIR-00-012

15 15 20 PIR-00-015

20 20 25 PIR-00-020

25 25 30 PIR-00-025

30 30 35 PIR-00-030

38 38 43 PIR-00-038

40 40 45 PIR-00-040

45 45 50 PIR-00-045

50 50 55 PIR-00-050

  60 60 65 PIR-00-060

65 65 70 PIR-00-065

PROTECTION'S SHEATHS IN GLASS-FIBER WITH SILICONE'S COVERING 
ZAŠTITA OD STAKLASTIH VLAKANA SA SILIKONSKOM OBLOGOM

TUBE - Glass-fiber braid. 
 
COVER - Silicone. 
 
CONTINUOUS SERVICE:  -40°C /+350°C

INFO: INFO:

DONJI SLOJ - Staklena vlakna. 
 
OBLOGA - Silikon.      
 
RADNA TEMPERATURA:  -40°C /+350°C


